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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

Hazardous Wastes from Non-specific Sources : 

FOOl (T) 

F002 ( T) 

F003 (I ) 

(I) 
(C) 
(R) 

Basis 
Ignitable 
Corrosive 
Reactive 

The following spent halogenated solvents used 
in degreasing: Tetrachloroethylene, 
trichloroethylene, methylene chloride, 1,1,1-
trichloroethane, carbon tetrachloride, and 
chlorinated fluorocarbons; all spent solvent 
mixtures/blends used in degreasing con­
taining, before use, a total of ten percent 
o r more (by volume) of one or more of the 
above halogenated solvents or those solvents 
list ed in F002 , F004 and FOOS; and sti ll 
bottoms from the recovery of these spent sol­
vents and spent solvent mixtures . 

The following spent halogenated solvents: 
Tetrachloroethylene , methylene chloride, 
trichloroethylene, 1,1,1-trichloroethane, 
chlorobenzene, l,l,2-trichloro-1,2,2-
trif l ouroethane, ortho-dichlorobenzene , 
trichl oro f luoromethane, and 1,1,2-
trichloroethane; all spent solvent 
mixtures/bl ends containing, before use, a 
total of ten percent or more (by volume) of 
one or more of the above halogenated solvents 
or those listed in F001,F004 , or FOOS ; and 
still bottoms from the recovery of these 
spent solvents and spent solvent mixtures. 

The following spent non-halogenated solvents : 
Xylene, acetone , ethyl acetate, ethyl ben­

zene, ethyl ether, methyl isobutyl ketone, n­
butyl alcohol, cyclohexanone, and methanol; 
all spent solvent mixtures/blends containing, 
before use , only the above spent non­
halogenated solvents ; and all s pent solvent 
mixtures/blends containing, before use, one 

for listing or c l a ss of hazardous waste: 
Toxicity Characteristic Waste (E) 

Acute Hazardous Waste (H) 
Toxic Waste (T) 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

F004 (T) 

FOOS (I, T) 

F006 (T) 

(I) 
( C) 
(R) 

Basis 
Ignitable 
Corrosive 
Reactive 

or more of the above non-halogenated 
solvents, and, a total of ten percent or more 
(by volume) of one or more of those solvents 
listed in FOOl, F002, F004, and FOOS; and 
still bottoms from the recovery of these 
spent solvents and spent solvent mixtures. 

The-fol lowing spent non-halogenated solvents: 
Cresols and cresylic acid, nitrobenzene; all 
spent solvent mixtures/blends containing , be­
fore use , a total of ten percent or more {by 
volume) of one or more of the above non­
halogenated solvents or those solvents listed 
in FOOl, F002, and FOOS; and still bottoms 
from the recovery of these spent solv·ents and 
spent solvent mixtures. 

The following spent non-halogenated solvents: 
To luene, methyl ethyl ketone, carbon 

disul fide, isobutanol, and pyridine; benzene, 
2-ethoxyethanol, and 2-nitropropane; all 
spent solvent · mixtures/blends containing, 
before use, a total of ten percent .or more 
(by volume) of one or more of the .above non­
halogenated solvents or those solvents listed 
in FOOl, F002, or F004; and still bottoms 
from the recovery of these spent solvents and 
spent solvent mixtures. 

Wastewater treatment sludges from 
electroplating operations except from the 
following processes: ( l) Sulfuric acid 
anodizing of aluminum; (2) tin plating on 
carbon steel; (3) zinc plating (segregated 
basis) on carbon steel; (4) aluminum o'r zinc­
aluminum plating on carbon steel; (5) 
cleaning/stripping associated with tin; zinc 

for lis ting or class of hazardous waste: 
Toxicity Characteristic Waste (E) 

Acute Hazardous Waste (H) 
Toxic Waste (T) 

Page WL.4 

Revision No. 10 
May 19, 2008 



.. f • ~ '. '! .t. f 1 

• 

• 

. , · ..... ~·~ •• , .• • . ,. i. J ,i,'k•if .. ,.• t,,•, ...... ·.:.•~;· •;: ·. ' .,. ..... \•'" ... ,, ~ .. ~ . 

Cl ean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

F007 (R,T) 

FOOS (R, T) 

F009 (R, T) 

F OlO (R, T) 

FOl 1 (R, T) 

F012 ( T} 

F019 (T) 

F024 {T) 

(I) 
( (: ) 
( R) 

Basis 
Ignitable 
Corrosive 
Reactive 

and aluminum plating on carbon steel; and (6) 
chemical etching and milling of aluminum. 

Spent cyanide plating bath solutions from 
electroplating operations 

Plating bath residues from the bottom of 
plating baths from electroplating operations 
where cyanides are used in the process. 

Spent stripping and cleaning bath solutions 
from electroplating operations where cyanides 
are used in the process. 

Quenching bath residues from oil baths from 
metal heat treating operations where cyanides 
are used in the process. 

Spent cyanide solutions from salt bath pot 
cleaning from metal heat treating operations 

Quenching wastewater treatment sludges from 
metal heat treating operations where cyanides 
are used in the ·process. 

Wastewater treatment sludges from the 
chemical conversion coating of aluminum. 

Process wastes, including but not limited to 
distillation residues, heavy ends, tars, and 
reactor clean-out wastes from the production 
of chlorinated aliphatic hydrocarbons by free 
radical catalyzed processes. These 
chlorinated aliphatic hydrocarbons are those 
having carbon chain lengths ranging from one 
to and including five, with varying amounts 
and positions of chlorine substitution. 

for listi~g or class of hazardous waste: 
Toxicity Characteristic Waste (E) 

Acute Ha zardous Waste (H) 
Toxic Waste (T) 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number; 

F025 (T) 

F032 (T) 

F034 (T) 

(I) 
(C} 
( R) 

Basis 
Ignitable 
Corrosive 
Reactive 

(This listing does not include wastewaters, 
wastewater treatment sludges, spent 
catalysts, and wastes listed in 261.31 or 
261.32). 

Condensed light ends, spent filters and 
filter aids and spent desiccant wastes from 
the production of certain chlorinated 
aliphatic hydrocarbons by free radical 
catalyzed processes. These chlorinated 
aliphatic hydrocarbons are those having 
carbon chain lengths ranging from one to and 
including five with varying amounts and 
positions of chlorine substitution. 

Wastewaters, process residuals, preservative 
drippage, and spent formulations from wood 
preserving processes generated at plants that 
currently use or have previously used 
chlorophenolic formulations except 
potentially· cross-contaminated wastes that 
have had the F032 waste code deleted in 
accordance with• 261.35 of this chapter and 
where the generator does not resume or 
initiate use of chlorophenolic formulations). 
This listing does not include KOOl bottom 

sediments sludge from the treatment of 
wastewater from wood preserving processes 
that use creosote and/or pentachlorophenol. 

Wastewaters, process residuals, preservative 
drippage, and spent formulations from wood 
preserving processes generated at plants that 
use creosote formulations. This listi9g does 
not include KOOl bottom sediment s ludge from 
the treatment of wastewater from wood 
preserving processes that use creosote and/or 

for listing or class of hazardous waste: 
Toxicity Characteristic Waste (E) 

Acute Hazardous Waste (H) 
Toxic Waste (T) 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

F035 (T) 

pentachlorophenol . 

Wastewaters, process residuals, preservative 
drippage, and spent formulations from wood 
preserving processes generated at plants that 
use inorganic preservatives containing 
arsenic or chromium. This listing does not 
include KOOl bottom sediment sludge from the 
treatment of wastewater from wood preserving 
processes that use creosote and/or 
pentachlorophenol. 

F037 (Tl Petroleum refinery primary oil/water/solids 
separation sludge--Any sludge generated from 
the gravitational separation of 
oil/water/solids during the ·storage or 
t reatment of process wastewaters and oily 
cooling wastewaters from petroleum 
refineries. Such sludges include but are not 
limited to, those generated in: 
oil/water/solids separators; tanks arid 

• impoundments; ditches and other conveyances; 
- sumps; and stormwater units receiving dry 

weather flow. Sludge generated in storrnwater 
units that do not receive dry weather flow , 
sludges generated from non-contact once­
through cooling waters segregated for 
treatment from other process or oily cooling 
waters, sludges generated in aggressive 
biological treatment units as defined in' 
261.3l(b) (2) (including sludges generated in 
one or more additional units after 
wastewaters have been treated in aggressive 

• • ~ .................. - ,.-.-- .•. ,,.,,. *...,.,,. . .,,.. . .,... ... J:ri,ola~cal treatment un.itst.~.and ~Ko.&1. wastes 
are not included in this listing. 

F038 (T) 

(I) 
( C) 
(R) 

Basis 
Ignitable 
Corrosive 
Reactive 

Petrol e um refinery secondary (emulsified) 

for listing or class of hazardous waste: 
Toxici ty Characteristic Waste 

Acute Hazardous Waste 
Toxic Waste 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

F039 1 

J ."•: ....... ' ; 

oil/water/solids separation sludge--Any 
sludge and/or float generated from the 
physical and/or chemical separation of 
oil/water/solids in. process wastewaters and 
oily cooling wastewaters from petroleum 
refineries. Such wastes include, but are not 
limited to, ali sludges and floats generated 
in: induced air flotation (!AF) units, tanks 
and impoundments, and all sludges generated 
in DAF units. ' Sludges generated in 
stormwater units that do not receive dry 
weather flow, sludges generated from non­
contact once-through cooling waters 
segregated for treatment from other process 
or oily cooling waters, sludges and floats 
generated in aggressive biological treatment 
units as defined in ' 261.31 (bl (2) (including 
sludges and floats generated in one or more 
additional units after wastewaters have been 
treated in aggressive biological treatment 
units) and F037, KQ48, and KOSl wastes are 
not included in this listing. 

Leachate result ing from the treatment, 
storage, or disposal of wastes classified by 
more than one waste code under Subpart D, or 
f rom a mixture of wastes classified under 
Subparts c and D of this part. (Lea.cha te 
resulting from the management of one or more 
of the following EPA Hazardous Wastes and no 
other hazardous wastes retains its hazardous 
waste code(s): FOZO, F021, F022, F023, F026 , 
F027, and/or F028). 

. . ~r . 
~~~~~~~~~~~ 

1All constituents for which treatment standards are specified 
for multi-source leacha.te (wastewaters and non-wastewaters) under 
40 CFR 268.43(a} , Table CCW . 

(I) 

(C) 
( R) 

Basis 
Ignitable 
Corrosive 
Reactive 

for listing or class of hazardous waste: 
Toxicity Characteristic Waste (E) 

Acute Hazardous Waste (H) 
Toxic Was te (T) 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent : 
Was te Number: 

Hazardous Wastes from Specific Sources: 

K001 (T) 

K002 (T) 

K003 (T) 

K004 (T) 

KOOS (T) 

K006 (T) 

K007 (T)· 

KOOS (T) 

K009 (T) 

KO l O (T} 

KOfl {R,T) 

(I) 
( c) 
(R) 

Basis 
Ignitable 
Corrosive 
Reactive 

Bottom sediment sludge from the treatment of 
wastewaters from wood preserving processes 
that use creosote and/or pentachlorophenol. 

Wastewater treatment sludge from the 
production of chrome yellow and orange 
.Pigments. 

Wastewater treatment sludge from the 
production. of molybdate orange pigments. 

Wastewater treatment sludge from the 
production of zinc yellow pi gments . 

Wastewater treatment sludge from the 
production of chrome green pigments. 

Wastewater treatment sludge from the 
production of chrome oxide green pigments·. 

Wastewater treatment sludge from the 
production of iron blue pigments. 

Oven residue from the production of chrome 
oxide green pigments . 

Distillation bottoms from the producti on of 
acetaldehyde from ethylene . 

Dis tillation side cuts from the production of 
acetaldehyde from ethylene. 

. . . -
Bottom stream from the wastewater stripper i n 
t he production of acrylonitri l e. 

for listing or class of hazardous waste: 
Toxicity Characteristic Waste 

Acute Hazardous Waste 
Toxic Waste 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent : 
Waste Number: 

K0 13 (R,T) Bottom stream from the acetonitrile column in 
the production of acrylonitri le . 

K014 (T) Bottoms from the acetonitrile purification 
column in the production of acrylonitrile. 

K015 (T) Still bo t toms from the distillation of benzyl 
chloride . 

K016 (T) Heavy ends or distillation r es i dues from the 
p roduction of carbon tetrachlori de. 

K017 (T) Heavy e nds (still bottoms) from the 
purification column in the production of 
epichlorohydrin . 

K018 (T) 

KOl 9 (T) 

K020 (T} 

K021 ( T ) 

K022 (T) 

K023 (T) 

K024 (T) 

{I) 
(C ) 
(R ) 

Basis 
Ignitable 
Corros i ve 
Reactive 

Heavy ends from the fraction-ation colwnn in 
ethyl chloride producti o n . 

Heavy ends from the distillation of ethylene 
dichloride i n ethylene dichloride production . 

Heavy ends from the disti llation of vinyl 
chloride in vinyl chloride monomer 
production . 

Aqueous spent antimony catalyst waste from 
fluoromethanes production. 

Distillation bottom tars from the production 
of phenol/acetone from cumene . 

Distillation light ends from the production 
of phthalic anpydride from ~aphthalene. 

Distillation bottoms from t h e production of 
phthalic anhyd~ide from naphthalene. 

for listing or class of hazardous waste : 
Toxicity Characteristic Waste (E) 

Acute Hazardous Waste (H) 
Toxic Waste (Tl 
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Clean Harbors Kansas, . LLC 
Wasta List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

K025 (T) 

K026 (T} 

K027 (R, T) 

K028 (T) 

K029 (T) 

K030 (T) 

K031 (T) 

K032 (T) 

I<8 33 (T) 

K034 (T) 

K035 (T ) 

(I) 
( c ) 
(R) 

Bas i s 
Ign itable 
Corrosive 
Reactive 

Distillation bottoms from the production of 
nitrobenzene by the nitration of benzene. 

Stripping sti l l tai l s from the production of 
methy ethyl pyridines . 

Centrifuge and distillation residues from 
toluene diisocyanate production . 

Spent catalyst from the hydrochlorinator 
. reactor in the p r oduction of 1,1,l­
trichloroethane. 

Was t e from the product steam stripper in the 
production of l,l,l-tric hlor0e.thane. 

Column bottoms o r heavy ends from the 
combined production of trichloroethylene and 
perchl oroethylene . 

By-pr oduct salts generated in the production 
of MSMA and cacodylic acid . 

Wastewater treatment sludge from the 
production of chlordane. 

wastewater and scrub water from the 
chl orination of cyclopentadiene in the 
production of chlordane . 

Filt er solids from the filtration of 
hexachlorocyclopentadiene in the production 
of chlordane . 

.. t ' . • .. 

Wastewater treatment sludges generated in the 
production of creosote . 

for listing or class of hazardous waste : 
Toxicity Character is tic Waste (E). 

Acute Hazardous Waste (H) 
Toxic Waste (T) 
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Clean Harbors Kansas·, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
.Waste Number : 

K036 (T) 

K037 (T) 

K038 (T) 

K039 (T) 

K0 4 0 (T) 

K041 (T) 

K042 (T l 

R:043 (T) 

K044 (R) 

K045 (R) 

K046 (T) 

(I) 
(C) 
(R) 

Basis 
Ignitable 
Corrosive 
Reactive 

Still bottoms from toluene reclamation 
distillation in the production of d i sulfoton . 

Wastewater treatment sludges from the 
production of disulfoton. 

Wastewater from the washing and stripping of 
phorate production. 

Filter cake from the filtration of 
diethylphosphorodithioic acid in the 
production of phorate. 

Wastewater treatment sludge from the 
production of· phorate. 

Wastewater treatment sludge from the 
production of toxaphene. 

Heavy ends or d i stillation residues from the 
distillation of tetrachlorobenzene in the 
production of 2,4,5- T. 

2,6-Dichlorophenol waste from the production 
of 2,4-D. 

Wastewater treatment sludges from the 
manufacturing and processing of explosives . 

Spent carbon from the treatment of wastewater 
cont~ining explosives . 

Wast~wate~ treatment slµdges from the _ 
manufacturing, formulation and loading of 
lead-based ini tiating compounds. 

for listing or class o f hazardous waste: 
Toxicity Characteristic Waste (E) 

Acute Hazardous Was t e (H) 
. Toxic Waste (T) 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

K04 7 (R} 

K048 (T) 

K049 (T) 

KOSO· (T) 

K051 (T ) 

K052 (T) 

K060 ( T) 

K061 (T) 

K062 (C,T) 

KO 64 (T) 

K065 (T) 

K066 (T) 

(I) 
( c) 
(R) 

Basis 
Ignitable 
Cor rosive 
Reactive 

Pink/red water f rom TNT operations . 

Disso l ved air flotation {DAF) float from the 
petroleum refining i ndustry. 

Slop o il emulsion solids from the petroleum 
refining industry. 

Heat exchanger bundle cleaning sludge from 
the petroleum refining industry. 

API separator sludge from the petroleum 
refining . industry~ 

Tank bottoms (leaded) from the petroleum 
refinin~·,.·.i,ndustry .,,.. 

Ammonia still lime sludge from coking 
operat ions. 

Emis sion control dust/sludge from the primary 
production of steel in electric furnaces . 

Spent pickle liquor generated by steel 
finishing operations of facilities within the 
iron and steel industry (S IC Codes 331 and 
332) . 

Acid plant blowdown slurry/sludge resu lting 
from the thickening of blowdown slurry from 
primary copper production. 

Surface irnpoundment solids contained in and 
ct:r,edged fro~ surf.ace i~poundm~rr!=::. at primary 
lead smelting facil it ies 

Sludge from treatment of process wastewater 

for listing or c l ass of hazardous waste : 
Toxicity Characteris t ic Waste (E) 

Acute Hazardous Waste (H) 
Toxic Waste (T) 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Const i tqent: 
Waste Number: 

K069 (T) 

K071 (T) 

K073 (T) 

K083 (T) 

K084 (T) 

KOSS (T) 

K086 (T) 

(I) 
( c) 
(R) 

Basis 
Ign i table 
Corrosive 
Reactive 

and/or acid plant blowdown from primary zinc 
production. 

Emission control dust/sludge from secondary 
lead smelting . (Note: This listing is stayed 
administratively for sludge generated from 
secondary acid scrubber systems. The stay 
will remain in effect until further 
administrative action is taken . If EPA takes 
further action effecting this stay, EPA will 
publish a notice of the action in the Federal 
Register.) 

Brine purification muds from the mercury cell 
process in chlorine production, where 
separately prepur-if·ied brine,, is not used. 

Chlorinated hydrocarbon waste from the 
purification step of the diaphragm cell 
process using graphite anodes in chlorine 
production. 

Distillation bottoms from aniline production. 

Wastewater treatment sludges generated during 
the production of veterinary pharmaceuticals 
from arsenic or organo-arsenic compounds. 

Distillation or fractionation column bottoms 
from the production of chlorobenzenes. 

Solvent washes and sludges, caustic washes 
and sludges, or water washes and sludges from 
cleaning tubs and equipment used in the 
formulation of ink from pigments, driers, 
soaps, and stabilizers containing chromium 
and lead. 

for listing or class of hazardous waste: 
Toxicity Characteristic Waste 

Acute Hazardous Waste 
Toxic Waste 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

K087 ( T.) 

KOBS ( T) 

K090 (T) 

K091 ( T) 

K093 (T) 

K094 (T) 

K095 (T) 

K096 (T) 

K097 ( T) 

K098 (T) 

K099 (T) 

i<160 

(I) 
(C ) 
(R) 

( T) 

Basis 
Ignitable 
Corrosive 
Reac t ive 

Decanter tank tar sludge from coking 
operations. 

Spent potliners from primary aluminum 
reduction. 

Emission control dust or sludge from 
ferrochromiumsilicon production . 

Emission control dust or sludge from 
ferrochromium production . 

Distillation light ends from the production 
of phthalic anhydride from ortho-xylene . 

. , 
Distillation bottoms from the production of 
p~thalic anhydride from ortho-xylene. 

Distillation bottoms from the production of 
1,1,1-trichloroethane . 

Heavy ends from the heavy ends column from 
the production of 1,1,1-trichloroethane. 

Vacuum stripper discharge from the chlordane 
chlorinator in the production of chlordane . 

Untreated process wastewater from the 
production of toxaphene. 

Untreated wastewater from the production of 
2,4-D. 

~aste leachini solution fro~ acid leaching of 
emission control dust/sludge from secondary 
lead smelting . 

for listing or class of hazardous waste: 
Toxicity Characteristic Waste (E) 

Acute Hazardous Waste (H) 
Toxic Waste (Tl 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent : 
waste Number: 

KlOl (T} 

K102 (T) 

K103 { T) 

K104 (T) 

KlOS (T) 

K10 6 (T) 

K107 (C,T ) 

Kl08 (I,T) 

dimethylhydrazine. 
acid hydrazides. 

Kl 09 (T) 

Distillation tar residues from the 
distillation of aniline-based compounds in 
the production of veterinary pharmaceuticals 
from arsenic or organo-arsenic compounds . 

Residue from the use of activated carbon for 
decolorization in the production of vet- · 
erinary pharmaceuticals from arsenic or 
organo-ar senic compounds. 

Process residues from aniline ext raction from 
the production of ani l ine . 

Combined wastewater streams generated from 
nitrobenzene/aniline production~ ... 

Separated aqueous stream from the reactor 
product washing step in the production of 
chlorobenzenes . 

Wastewater treatment sludge· from the mercury 
cell process in chlorine production. 

Column bo ttoms f rom product seperation from 
. the production of' ' 1'~ r .:::.ctimethylhydrazine' 

(UDMH) from carboxylic acid hydrazines. 

Condensed column overheads from product 
separat i on and condensed reactor vent gases 

from the production of 1,1-
(UDMH) from carboxylic 

Speni. filter cartridges from product 
purification f r om the production of 1,1 -

dime thylhydrazine (UDMH) from carboxylic 

Basis 
Ignitable 
Corrosive 
Reactive 

for listing or class of hazardous waste: 
(I) 
(Cl 
( R) 

Toxicity Characteristic Waste (E) 
Acute Hazardous Waste (H) 

Toxic Waste (T) 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
waste Number : 

acid 

I<llO (T) 

acid 

Kll2 (T) 

K113 (T) 

Kl14 (T ) 

· KllS (T)' ' · ~ .. 

Kl16 (T) 

K117 (T) 

( I l 
( c; j 
(R) 

Basis 
Ignitable 
Corrosive 
Reactive 

hydrazides. 

Condensed column overheads -from intermediate 
separation from the production of 1,1-

dirnethylhydrazine (UDMH) from carboxylic 
hydrazides. · 

Klll(C,T}Product washwaters from the 
production of dinitrotoluene via nitration of 
toluene. 

Reaction by-product water from the drying 
column in the production of toluenediamine 
via hydrogenation of dinitrotoluene. 

Condensed liquid light · encts · from the 
purification of toluenediamine in the produc­
tion of toluenediamine via hydrogenation 
dinitrotoluene. 

Vicinals from the purification of 
toluenediamine in the production of 
toluenediamine via hydrogenation of 
dinitrotoluene. 

Heavy · ends from · the purifi'cation 'of 
toluenediamine in the product ion of 
toluenediamine via hydrogenation of 
dinitrotoluene. 

Organic condensate from the solvent recovery 
colurnn·in the production of toluene 
diisocyanate via phosgenation of 
toluer;iediarnine . 

Wastewater from the reactor vent gas scrubber 
in the productio~ of ethylene dibromide via 

for listing or class of hazardous waste: 
Toxicity Characteristic Waste (E) 

Acute Hazardous Waste (H) 
Toxic Waste (T) 
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Revision No. 10 
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ClQan Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

K118 (T) 

Kl23 (T) 

Kl24 (T ,C) 

Kl2 5 (T, C) 

Kl2 6 (T) 

Kl31 (C,T) 
,, 

Kl 32 (T) 

bromide. 

Kl36 (T) 

K141 (T) 

(I) 
(C) 
(R) 

Basis 
Ignitable 
Corrosive 
Reactive 

bromination of ethene . 

Spent adsor bent solids from purif ication of 
ethylene dibromide i n the production of 
ethyl ene dibromide via bromination of ethene. 

Process wastewater (including supe rnates, 
filtrates, and washwaters) from the 
production of ethylenebisdithiocarbamic acid 
and i t s salt. 

Reactor vent scrubber water from the 
production of ethylenebisdithiocarbamic acid 
and its salts. 

Filtration, evaporation, and c en trifugation 
sol ids from the production of 
ethylenebisdi t hiocarbarni c acid and its salts. 

Baghouse dust and floor sweepings in milling 
and packaging operations from production or 
formulation of ethylenebisdithiocar bamic acid 
and its salts. 

Was tewater from ·the reactor and spent 
sulfuric acid from the acid dryer from the 

production of methyl bromide. 

Spent absorbent and wastewater separator 
solids from the production of methyl 

Stil l bottoms from the purification of 
ethylene dibromide in the production of 
ethylene dibromide via bromination of ethene . 

Process residues from t he recovery of coal 

for listing or class of hazardous waste: 
Tox icity Characteristic Waste 

Acute Hazardous Waste 
Toxic Waste 
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Clean Harbors Kansas, LLC 
Wasb;a List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

Kl42 (T) 

Kl43 (T) 

K144 (T) 

K145 (T) 

K147 (T) 

Kl48 (T) 

Kl49 (T) 

(I) 
( C) 
(R) 

Basis 
Ignitable 
Corrosive 
Reactive 

tar, including, but not limited to, 
collecting sump residues from the production 
of coke from coal or the recovery of coke by­
products produced from coal. This listing 
does not include K087 (decanter tank tar 
sludges from coking operations). 

Tar storage tank residues from the production 
of coke from coal or from the recovery of 
coke by-products produced from coal. 

Process residues from the recovery of light 
oil, including, but not limited to, those 
generated in stills, decanters, and wash oil 
recovery units from the recovery of coke by­
products produced from coal. 

Wastewater sump residues from light oil 
refining, including, but not limited to, 
intercepting or contamination sump sludges 
from the recovery of coke by-products 
produced from coal. 

Residues from naphthalene collection and 
recovery operations from the recovery of coke 
by-products produced from coal. 

Tar storage tank residues from coal tar 
refining. 

Residues from coal tar distillation, 
inc luding, but not limited to, still bottoms. 

Distillatipn bottoms from the production of 
alpha- (or methyl-) chlorinated toluenes, 
ring-chlorinated toluenes, benzoyl chlorides, 
and compounds with mixtures of . these 

for listing or class of hazardous waste: 
Toxicity Characteristic Waste {E) 

Acute Hazardous Waste (H) 
Toxic Waste (T) 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

Kl 50 (T) 

(I) 
( C) 
( R) 

Basis 
Ignitable 
Corrosive 
Reactive 

functional groups. . ( This waste does not 
include still bottoms from the distillation 
of benzyl chlor ide) . 

Organic residuals, excluding spent carbon 
adsorbent, from the spent chlorine gas and 
hydrochloric acid recovery processes 
associated with the production of alpha- (or 
methyl-) chlorinated toluenes, ring­
chlorinated toluenes, benzoyl chlori des, and 
compounds with mixtures of these func tional 
groups. 

for lis ting or class of hazardous waste: 
Toxicity Characteristic Waste (E) 

Acute Hazardous Waste (H) 
Toxic Waste (T) 
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Clean Harbors Kan·sas, LLC 
Waste List . 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number : 

Kl51 (T) 

K156 {T) 

K157 (T) 

Kl58 (T) 

Kl59 (T} 

K160 (T} 

Kl61 (T) 

(I) 
(C) 
(R) 

Basis 
Ignitable 
Corros-ive 
Reactive 

Wastewater treatment sludges, excluding 
neutralization and biological sludges, 
generated during the treatment of wastewaters 
from the production of alpha- (or methyl-) 
chlorinated toluenes, ring-chlorinated 
toluenes, benzoyl chlorides, and compounds 
with mixtures of these functional groups . 

Organic Waste (including heavy ends , still 
bottoms, light ends, spent solvents, filters, 
and decantates) from the production of 
carbamates and carbamoyl oximes . 

Wastewaters (including scrubber waters, 
condenser waters , washwaters, and separation 
waters) from the production of carbamates and 
carbamoyl oximes. 

· sag house dusts and filter/separation solids 
from the production of carbamates and 
carbarnoyl oximes. 

Organics from the treatment of thiocarbamate 
wastes . 

Solids (including filter wastes, separation 
solids, and spent catalysts) from the 
production o f thiocarbamates and solids from 
the treatment of thiocarbamate wastes. 

Purification solids (including filtration, 

for listing or class of hazardous waste: 
Toxicity Characteristic Waste (E) 

Acut E.; Hazardous Waste (H) 
Toxic Waste {T } 
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Clean Harbors Kansas, LLC 
Waste Lis t 
EPA Hazardous Hazardous Waste/Constituent : 
Waste Number : 

Kl69 (T) 

Kl70 (T) 

Kl 71 (R, T) 

K172 (R,T) 

(I) 
(C) 
(R) 

Basis 
Ignitable 
Corrosive 
Reactive 

evaporation, and centrifugation solids), bag 
house dust and floor sweepings from t h e 
production of dithiocarbamate acids and their 
salts . (This listing does not include Kl25 or 
Kl2 6 . ) 

Crude oil tank sediment from petroleum 
refining operations . 

Clarified slurry oil sediment from petroleum 
refining operations . 

Spent hydrotreating catalyst from petroleum 
refining operations, including guard beds 
used to desulfurizefeeds to other catlaytic 
reactors (this listing does not include inert 
support media). 

Spent hydrorefining catalyst from petroleum 
refining operations . 

for listing or .class of hazardous waste : 
Toxicity Characteristic Waste (S) 

Acute Hazardous Waste (H) 
Toxic Waste (T) 

Page WL.22 
Revision No. 10 
May 19, 2008 



• 

• 

Clean Harbors Kansas, LLC 
Waste List 
SPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

Discarded Commercial Chemical Products, 
Off-Specification Species , Container Residues, 
and Spill Residues Thereof: 

POO l (H) 

P002 ( H) 
P003 (H) 
P004 (H) 
POOS (H) 
P006 (R, T) 
P007 (H) 
P008 (H) 
POO 9 (R) 
P010 (T) 
POll {T) 
P012 (T) 
POl 3 (H) 
POl 4 (T) 
P015 (H) 
POl 6 (H) 
P017 (Tl 
P018 (H) 
P020 (H) 
P021 (H) 
P022 (T) 
P023 (H) 
P02 4 (H) 
P02 6 (H) 
P027 (H) 
P028 (H) 
P029 (H) 
P030 ( T) 

P031 (H) 
P033 (H) 
P034 (Tl 

( I l 
( c) 
(R) 

Basis 
Ignitable 
Corrosive 
Reactive 

Warfarin, & salts, when present at concentrations 
greater than 0 .3%. 
1-Acetyl-2-thiourea 
Acrolein 
Aldrin 
Allyl alcohol 
Aluminum phosphide 
5-(Aminomethyl)-3-isoxazolol 
4-Aminopyridine 
Ammonium picrate 
Arsenic acid H~s04 
Arsenic pentoxide 
Arsenic trioxid~ 
Barium cyanide 
Benzenethiol 
Beryllium 
Methane , oxybis[chloro­
Bromoacetohe 
Brucine 
Dinoseb 
Calcium cyanide 
Carbon disul fide 
Ch loroacetaldehyde 
p -Chloroani line 
1-(o- Chlorophenyl)thiourea 
3-Chloropropionitrile 
Benzyl chloride 
Copper cyanide 
Cyani des (soluble cyanide salts) not otherwise 
specified. 
Cyanogen 
Cyanaogen. chloride 
2-Cyclohexyl-4,6-dinitrophenol 

for listing or class of hazardous waste: 
Toxicity Characteristic Waste (E ) 

Acute Hazardous Was t e (H) 
Toxic Waste (T) 
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• Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

P036 (H) 
P037 (H) 
P038 (T) 
P039 (T) 
P040 (H) 
P041 (H) 
P042 (H) 
P043 (H) 
P044 (T) 
P045 (H) 
P046 (T) 
P04 7 (H) 
P04 8 (H) 
P049 (H) 
P050 (H) 
POSl (H) 
P054 (H) 
P056 (H) 
P057 (H) 
POSS (H) 
P059 (H) 
P060 (H) 
P062 {H) 
P063 {H) 
P064 {H) 
P065 (R, T) 
P066 (H) 
P067 (H) 
P068 (H) 
P069 (H) 
P070 (H) 
P071 (H) 
P072 (H) 
P073 (H) 
P07 4 (H) 
P075 (T} 
P076 (T) 

Dichlorophenylarsine 
Dieldrin 
Diethylarsine 
Disulfoton 
0,0-Diethyl O-pyrazinyl phosphorothioate. 
Diethyl-p-nitrophenyl phosphate 
Epinephrine 
Diisopropylfluorophosphate (DFP) 
Dimethoate 
Thiofanox . 
Benzeneethanaroine, alpha,alpha-dirnethyl-
4,6-Dinitro-o-cresol, and salts 
2,4-Dinitrophenol 
Dithiobiuret 
Endosulfan 
Endrin 
Aziridine 
Fluorine 
Fluoroacetamide 
Fluoroacetic acid, sodium salt 
Heptachlor 
Isodrin 
Hexaethyl tetraphosphate 
Hydrogen cyanide 
Methyl isocyanate 
Mercury fulminate 
Methomyl 
1,2-Propylenimine 
Methyl hydrazine 
2-Methyllactonitrile 
Aldicarb 
Methyl parathion 
alpha-Naphthylthiourea 
Nickel carbonyl 
Nickel cyanide 
Nicotine, and salts 
Nitric oxide 

(I) 
( c) 
{R) 

Basi~ for listing or 
Ignitable 

class o f hazardous waste: 
Toxicity Characteristic Waste (E) 

Acute Hazardous Waste (H ) 
Toxic Waste (T) 

Corrosive 
Reactive 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent : 
Waste Number: 

P077 
P078 
P081 
P082 
P084 
P085 
P087 
P088 
P089 
P092 
P093 
P094 
P095 
P096 
P097 
P098 
P099 
PlOl 
Pl02 
Pl03 

.. Pl04 
Pl05 
P1Q6 
Pl08 
Pl09 
PllO 
Plll 
P112 
P113 
Pll4 
P115 
P116 
Pll8 
P119 
P120 
P121 
Pl22 

( I l 
( c) 
(R) 

( T) 
(H) 
(R, T) 
(H) 
(H) 
(H) 
{H) 
(H} 
( T) 
(H) 
( H) 
(T) 
(Tl 
(H) 
(H) 
(H) 
(H} 
(H) 
(H} 
(H) 
(H) 
{ H) 
(H) 
(T) 
(H} 
(H) 
(H) 
(R) 
(H) 
(H} 
(H) 

(H) 
(H) 
(H).--· ·-" · ·;,. ,< 

(H) 
(H) 
{R, T) 

p-Nitroaniline 
Nitrogen dioxide 
Nitroglycerine (R) 
N-Nitrosodimethylamine 
N-Nitrosomethylvinylamine 
Octarnethylpyrophosphoramide 
Osmium tetroxide 
Endothall 
Parathion 
Phenylmercury acetate 
Phenylthiourea 
Pho rate 
Phosgene 
Phosphine 
Famphur 
Potassium cyanide 
Potassium silver cyanide 
Propanenitrile 
Propargyl alcohol 
selenourea 
Silver cyanide 
Sodium azide 
Sodium cyanide 
Strychnine and salts 
Tetraethyldithiopyrophosphate 
Tetraethyl lead 
Tetraethyl pyrophosphate 
Tetranitromethane 
Thallic oxide 
Thallium( I) selenite 
Thallium(I) sulfate 
Thiosemicarbazide 
Trichloromethanethiol 
Vanadic acid, anunonium salt 
Vanadium pentoxide 
Zinc cyanide 
Zinc phosphide Zn3P2 when p resent at 

Basi s 
Ignitable 
Corrosive 
Reactive 

for listing or class of hazardous waste: 
Toxicity Characteristic Waste 

Acute Hazardous Waste 
Toxic Waste 

(E) 
(H) 
(T) 
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Clean Harbors 
Waste List 
EPA Hazardous 
Waste Number: 

Kansas, LLC 

Pl2 3 (H) 
Pl27 

P128 

Pl BS 

Pl88 

Pl89 

P190 

P191 

Pl92 

P194 

P196 

P197 

Pl98 

Pl99 

P201 

(I) 
{C) 
(R) 

Basis 
Ignitable 
Corros ive 
Reactive 

Hazardous Waste/Constituent: 

concentrations greater than 10% 
Toxaphene 
7-Benzofuranol, 2,3-dihydro-2,2-
dimethyl,methylcarbamate (Carbofuran} 
Phenol, 4- (dimethylamino)-3,5-dimethyl-, 
methylcarbamate (ester) (Mexacarbate) 
1,3-Dithiolane-2-carboxaldehyde, 2 , 4-dimet~yl, 0-
[(methylamino)carbonyl]oxime (Tirpate) 
Benzoic acid, 2-hydroxy, compd. with (3aS-cis)-
1,2,3,3a,8,8a-hexahydro- l,3a,8-
trirnethylpyrrolo[2,3-b]indol-5-yl methylcarbamate 
ester (1:1) (Physostigmine salicylate) 
Carbamic acid, [(dibutylamino)thio]methyl-, 2,3-
dihydro-2,2-dimethyl-7-benzofuranyl ester 
(Carbosulfan) 
Carbarnic acid, methyl-, 3-rnethylphenyl ester 
(Metolcarb) 
Carbamic acid, dimethyl-, 1-
[(dimethylamino}carbonyl}-5-methyl-lH-pyrazol-3-yl 
ester (Dimetilan) · 
Carbarnic acid, dimethyl-, 3-methyl-1-(1-
methylethyl)-lH-pyrazol-5-yl ester (Isolan) 
Ethanimidothioc acid, 2-(dimethylamino)-N­
{[(rnethylamino)carbonyl]oxy}-2-oxo, methyl ester 
(Oxamyl) 

Manganese, bis (dimethylcarbamodithioato-S, S.' )­
(Manganese dimethyldithiocarbamate) 
Methanirnidamide, N,N-dimethyl-N'-(2- rnethyl-4-
{ [(rnethylamino)carbonyl]oxy}phenyl)­
(Formparanate) 
Methanimidamide, N,N-dimethyl-N'-[3-
{ [ (methylamino)carbonyl)oxy}phenyl]-, 
monohydrochloride (Formetanate hydrochloride) 
Phenol, ( 3, 5-dirnethyl-4- (methyl thio) - , 
methylcarbamate (Methiocarb) 
Phenol, 3-methyl-5-(1-methylethyl)-, 

for listing or class of hazardous waste: 
Toxicity Characteristic Waste (E) 

Acute Hazardous Waste (H) 
Toxic Waste (T) 
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Clean Harbor s Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

P202 

1?203 

1?204 

P205 

(I) 
(C) 
( R) 

methylcarbamate (Prornecarb) 
Phenol, 3-(1-rnethylethyl), met hylcarbamate 
(Hercules AC-5727) 
Propanal, 2-methy-2-(roethylsulfonyl)-, o­
[(methylamino)carbonyl) oxirne (Aldicarb sulfone} 
Pyrrolo(2,3-b)indol-5-ol, 1,2,3,3a,8,8a-hexahydro-
1, 3a, 8- trimethyl, methylcarbamate ( ester) , ( 3aS­
cis) - (Physostigmine) 
Zinc, bis (dimethylcarbamodi th·ioato-S, S ' ) - , ( z i earn) 

Basis fo r listing or 
Ignitable 

class of hazardous waste: 
Toxicity Characteristic Waste (E} 

Acute Hazardous Waste (H) 
Toxic Waste (T) 

Corrosive 
Reactive 
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··Clean Harbors Kansas, LLC 
waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number : 

Commercial Chemical Products, Manufacturing 
Chemical Intermediates, or Off-Specification 
Commercial Chemical Products: 

UOO l (I} 
U002 {I) 
U003 (I,T} 
U004 {T} 
UOOS (T) 
U006 (C,R,T) 
U007 (T) 
U008 (I} 
U009 (T) 
UO l O (T) 
UOl l (T) 
U012 (I, T) 
U014 (T) 
UO lS (Tl 
U016 (T) 
U017 (T) 
UOl 8 (T) 
U019 (I,T) 
U02 0 (C,R) 
U021 (T) 
U022 (T) 
U023 (C, R, T) 
U02 4 (T) 
U025 (T) 
U026 (T) 
U027 (T) 
U028 (T) 
U029 (T) 
U030 (T } 
U031 (I } 
U032 (T) 
U033 (R, T) 
U034 (T) 

( I) 
(C) 
( R) 

Basis 
Igni table 
Corrosive 
Reactive 

Ethanal 
Acetone 
Acetonitrile 
Acetophenone 
2-Acetylaminofluorene 
Acetyl chloride 
Acrylamide 
Acrylic acid 
Acryloni t ril e 
Mitomycin C 
Amitrole 
Aniline 
Auramine 
Azaserine 
Benz[c]acridine 
Benzal chloride 
Benz[a]anthracene 
Benzene 
Benzenesulfonyl chloride 
Benzidine 
Benzo [a]pyrene 
Benzotrichloride 
Dichloromethoxy ethane 
Dichloroethyl ether 
Chlornaphazin 
Dichloroisopropyl ether 
Diethylhexyl phthalate 
Methyl bromide 
Benzene, 1-bromo-4- phenoxy­
n-Butyl alcohol 
Calcium chromate 
Carbon oxyfluoride 
Chloral 

for listing o r class of hazardous waste: 
Toxicity Characteristic Waste 

Acute Hazardous Waste 
Toxic Waste 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent : 
Waste Number: 

U035 (T) 
U03 6 {T) 
U037 (T) 
U038 (T) 
U039 ( T) 
U04 1 (T) 
U042 (T) 
U043 (T) 
U044 (T) 
U04S (I , T ) 
U04 6 (T) 
U047 (T) 
0048 (T) 
U049 {T) 
UOSO (T) 
U051 (T) 
U052 {T) 
U053 (T) 
U055 (I) 
U056 (I) 
U057 (I) 
UOSB ( T) 
U059 (T) 
U060 (Tl 
U061 (T) 
U062 (T) 
U063 {T) 
U064 (T) 
UO 66 (T) 
U067 (-Tl 
U068 ( T) 
U069 (T) 
U070 (T) 
U071 (T) 
U072 {T) 
U073 (T) 
U074 (I,T) 

(I) 
( C} 
(R) 

Basis 
Ignitable 
Co rrosive 
Reactive 

Chlorambucil 
Chlordane, alpha & gamma isomers 
Chlorobenzene 
Chlorobenzil ate 
p-Chloro-m-cresol 
Epichlorohydrin 
2-Chloroethyl vinyl ether 
Vinyl chloride 
Chloroform 
Methyl chloride 
Chloromethyl methyl ether 
beta-Chloronaphthalene 
o-Chlorophenol 
Benzenamine , 4-chloro-2-methyl - , h ydrochloride 
Chrysene 
Creosote 
Cresol (Cr esylic Acid) 
Crotonaldehyde 
Cumene 
Cyclohexane 
Cyclohexanone 
Chclophospham.1,.de 
Daunomycin 
DDD 
DDT 
Dial late 
Dibenz[a,h)anthracene 
Dibenzo[a,i]pyrene 
1,2-Dibromo-3-chloropropane 
Ethylene dibromide 
Methylene bromide 
Dibutyl phthalate 
o-Dichlo robenzene 
m-Dichlorobenzene 
p-Dichlorobenzene 
3 , 3 'Dichlorobenzidine 
l,4-Dichloro-2 - butene 

for listing or class of hazardous waste: 
Toxicity Characteristic Waste (E) 

Acute Hazardous Waste (H) 
Tox ic Waste (T) 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

U075 (T} 
U076 (T} 
U077 (T) 
U078 {T) 
U079 (T-) 

U080 {Tl 
U081 (T ) 
U082 (T) 
U083 {T ) 
U084 (T) 
U085 (I,T) 
U086 (T) 
U087 (T) 
UOBB (T) 
UOB9 (T) 
U090 (T) 
U091 (T) 
U092 {I) 
U093 {T) 
U094 (T) 
U095 {T) 
U096 (R) 
U097 (T) 
U098 (T) 
U099 (T) 
UlOl (T) 
Ul02 ( T ) 
Ul03 (T) 
U105 {T) 
U106 (T) 

. U107 (T) 
Ul08 {T) 
Ul09 { T) 
UllO {I) 
Ulll (T) 
Ull2 {I) 
Ull3 (I) 

(I) 
(C ) 
( R) 

Basis 
Ignitable 
Corrosive 
Reactive 

Dichlorodifluoromethane 
Ethylidene d ichloride 
Ethylene dichloride 
1,1-Dichloroethylene 
1,2-Dichloroethylene 
Methylene chloride 
2,4-Dichl orophenol 
2,6-Dichlorophenol 
Propylene dichloride 
1,J~Dichloropropene 
1,2:3,4-Diepoxybutane 
N, N-Di ethylhydraz i ne 
O,O-Diethyl S-methyl dithiophosphate 
Diethyl phthalate 
Diethylsti l besterol 
Dihydrosafrole 
3,3 ' -Dimethoxybenzidine 
Dirnethylamine 
p -Dimethylaminoazobenzene 
7,12-Dimethylbenz[a]anthracene 
3,3 ' -Dime t hylbenzi dine 
alpha,alpha-Dimethylbenzylhydroperoxide 
Dirnethylcarbamoyl chloride 
1, 1-Dimethylhydrazine 
1,2- Dirnethylhydrazine 
2 ,4-Dimethylphenol 
Dimethyl phthalate 
Dimethyl sulfate 
2 , 4-Dinitrotoluene 
2,6-Dinitrotoluene 
Di - n-octyl phthalate 
1,4-Dioxane 
1,2-Diphenylhydrazine 
Dipropylamine 
Di-n-propylnitrosamine 
Ethyl acetate 
Ethyl acrylate 

for lis ting or class of hazardous waste : 
Toxicity Characteristic Waste (E) 

Acute Hazardous Waste (H) 
Toxic Waste (T) 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

Ethylenebisdithiocarbarnic acid, salts & esters 
Ethylene oxide 
Ethylenethiourea 
Ethyl ether 
Ethyl methacrylate 
Ethyl met hanseulfonate 
Fluoranthene 
Methane, trichlorofluoro­
Formaldehyde 
Formic acid 

U114 (T) 
Ul15 (I,T) 
Ul 16 ( T) 
Ull 7 (I} 
Ull8 (T) 
Ul19 (T) 
Ul20 ( T) 
Ul21 (T) 
Ul22 (T) 
U123 (C, T) 
Ul24 (I)~ 
U125 (I} 
0126 (T) 
0127 (T) 
0128 (T} 
Ul29 (T) 
0130 (T) 
0131 (T) 
U132 (T) 
Ul33 (R,T) 
0134 (C,T) 
Ul35 (T) 
U136 (T) 
U137 (T) 
U138 (T) 
U140 (I,T) 
U141 (T) 
Ul42 (T) 
U143 (T) 
U144 (T) 
0145 (T) 
0146 (T) 
0147 (T) 
0148 (T) 
U149 (T) 
UlSO (T) 
UlSl (T) 

•· Furan 

(I ) 
( c) 
(R) 

Basis 
Igni t able 
Corrosive 
Reactive 

Fur fur a l 
Glyci dyl aldehyde 
Hexachlorobenzene 
Hexachlorobutadiene 
Lindane 
Hexachlorocyclopentadiene 
Hexachloroethane 
Hexachlorophene 
Hydrazine 
Hydrogen fluoride 
Hydrogen sulfide 
Cacodylic acid 
Indeno[l,2,3-cd)pyrene 
Methyl iodide 
Isobutyl alcohol 
Isosafrole 
Ke pone 
Lasiocarpine 
Lead acetate 
Lead phosphate 
Lead subacetate 
Maleic anhydride 
Maleic hydrazide 
Malononitri l e 
Melphalan 
Mercury 

for lis t ing o r class of hazardous waste: 
Toxici t y Char acteristic Waste (E) 

Acute Ha zardous Waste (H) 
Toxic Waste (T) 
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Clean Harbors 
Waste List 
EPA Hazardous 
Waste Numbe r : 

Kansas, LLC 

U152 ( I,T ) 
Ul53 (I,T) 
U154 ( I) 
Ul55 (T) 
U1 56 (I,T) 
Ul 57 (T) 
U158 (T) 
U159 (I,T) 
U160 (R,T) 
U161 (I) 
U162 · .. (I,t)"''·~~· 
Ul63 (T) 
Ul 64 (T) 
Ul 65 (T) 
Ul66 (Tl 
Ul67 (Tl 
U168 (T) 
Ul69 (I , T) 
Ul 70 (T} 
Ul 71 (I ,T ) 
Ul 72 (T) 
Ul 73 (T) 
Ul 74 (T) 
Ul 76 (T) 

· Ul 77 (T) 
Ul 78 (T) 
Ul79 (T ) 
0180 (T) 
U181 (T) 
U182 (T) 
U 183 (T) 
U184 (T ) 
Ul85 (T ) 
Ul86 (I) 
Ul-8 7 (T) 
Ul88 (T) 
U189 (R) 

(I) 
(C) 
(R) 

Basis 
Ignitable 
Corros ive 
Reactive 

Hazardous Waste/Constituent: 

Methacrylonitrile 
Methanethiol 
Methanol 
Methapyrilene 
Methyl chlorocarbonate 
3-Methylcholanthrene 
4 ,4' -Methylenebis(2- chloroaniline) 
Methyl ethyl ketone (MEK) 
Methyl ethyl ketone peroxide 
Methyl isobutyl ketone 
Methyl methacrylate 
MNNG 
Methyl thiouracil 
Naphthalene 
1,4-Naphthoquinone 
1-Naphthalenamine 
2-Naphthalenamine 
Nitrobenzene · 
p-Nitrophenol 
2-Nitropropane 
N-Nitrosodi-n-butylamine 
N-Nitrosodiethanolamine 
N-Nitrosodiethylamine 
N-Nitroso-N-ethylurea 
N-Nitroso-N-methylurea 
N-Nitroso-N-methylurethane 
N-Ni tros opiperidine 
N-Nitrosopyrrolidine 
5-Nitro-o-toluidine 
Paraldehyde 
Pentachlorobenzene 
Pentachloroethane 
Pentachloronitrobenzene (PCNB) 
1 , 3- Pentadiene 
Phenacetin 
Phenol 
Phosphorous sulfide 

for listing or class of hazardous waste: 
Toxicity Charact eristic Waste (El 

Acute Hazardous Waste (H) 
Toxic Waste (Tl 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardo.us Waste/Constituent : 
Waste Number: 

Ul90 (T) 
U191 (T) 
Ul92 (Tl 
Ul93 (T) 
Ul94 (I,T) 
U196 {T) 
Ul97 (T) 
U200 {T) 
U201 (T) 
U202 (T) , . .., 
U203 ( T) 
U204 (T) 
U205 {R,T} 
U206 (T) 
U207 (T} 
U208 (T) 
U209 (T) 
U21 0 ( T) 
U211 (T) 
U213 (I) 
U214 ( T) 
U215 (T) 
U216 (T) 
U217 (T) 
.U218 {T) 
U219 (T} 
U220 (T) 
U22 l ( T ) 
U222 (T) 
U223 {R,T) 
U225 ( T) 
U226 (T) 
U22 7 (T) 
0228 (T} 
U234 (R, T) 
U235 (T) 
U236 (T) 

(I) 
( c) 
{R) 

Basis 
Igni table 
Corrosive 
Reactive 

Phthalic anhydride 
Pyridine, 2-methyl­
Pronarnide 
1,3-Propane sultone 
1-Propanamine 
Pyridine 
p-Benzoquinone 
Reserpine 
Resorcinol 
Saccharin,.. a.ncl salts, 
Safrole 
Selenium dioxide 
Selenium sulfide 
Streptozotocin 
1,2 , 4,5-Tetrachlorobenzene 
1,1,1,2-Tetrachloroethane 
1,1,2,2-Tetrachloroethane 
Tetrachloroethylene 
Carbon tetrachloride 
Tetrahydrofuran 
Thallium( ! ) acetate 
Thallium(!) carbonate 
Thallium(!) chloride 
Tha11ium(I) nitrate 
Thioacetamide 
Thioure·a 
Toluene 
Toluenediamine 
o-Toluidine hydrochloride 
Toluene diisocyanate 
Bromoform 
Methyl chloroform 
1,1,2-Trichloroethane 
Trichloroethylene 
1,3,5-Trinitrobenzene 
Tris(2,3-dibromopropyl} phosphate 
Trypan blue 

for lis ting or c lass of hazardous waste: 
Toxici ty Characteristic Waste (E) 

Acute Hazardous Waste (H) 
Toxic Waste (T) 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

U237 
U238 
U239 
U240 
U243 
U244 
U246 
U247 
U248 

U249 

U271 

U277 

U278 

U279 
U280 

U328 
U353 
U359 
U364 

U365 

U366 

U367 

U372 

U373 

U375 

(I) 
( c) 
(R} 

( T) 
(T) 
(I) 
(T) 
( T) 
( T) 
( T) 
( T) 
(T) 

(Tl 
. .. . , . ,; .•,, 

(Tl 
(Tl 
( Tl 

Basis 
Ignitable 
Corrosive 
Reactive 

Uracil mustard 
Ethyl carbarnate {urethane) 
Xylene 
2,4-D, salts and esters 
Hexachloropropene 
Thi ram 
Cyanogen bromide (CN)Br 
Methoxychlor 
Warfarin, and salts, when present at 
concentrations of 0 . 3% or l ess . 
Zinc phosphide,Zn3P2 when present at 
concentrations of 10% or less. 
Carbamic acid, {1-[(butylamino)carbonyl]-lH­
benzamidazol-2-yl)-, methyl ester (Benomyl) 
carbamodithioic acid, diethyl-,2-chloro-2-propenyl 
esters (Sulfallate) . 
1,3-Benzodioxol-4-ol, 2,2-dimethyl-, methyl 
carbamate (Bendiocarb) 
1-Naphthalenol, methylcarbamate (Carbaryl) 
Carbarnic acid, (3-chlorophenyl) -, 4-chloro-2-
butynyl ester (Barban) 
o-Toluidine· 
p-Toluidine 
Ethanol, 2-ethoxy-
1, 3-benzodioxol-4-ol, 2, 2-dimethyl-, (Bendiocarb 
phenol) 
lH-Azepine-1-carbothioic acid, hexahydro-, S-ethyl 
ether (Molinate) 
2H-1,3 ,5-thiadiazine-2-thione, tetrahydro-3,5-
dimethyl- (Dazornet) 
7-Benzofuranol, 2,3-dihydro-2,2-dimethyl­
(Carbofuran phenol) 
Carbamic acid, lH-benzomidazol-2-yl, methyl ester 
(Carbendazirn) 
Carbamic acid, phenyl-, 1-methylethyl ether 
(Propham) 
Carbamic acid, butyl-, 3-idio-2-propynyl ester 

for listing or class of hazardous waste : 
Toxicity Characteristic Waste (El 

Acute Ha zardous Waste (H) 
Toxic Waste (T) 
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Clean Harbors Kansas, LLC 
waste List 
EPA Hazardous Hazardous Waste/Constituent : 

Jt t. ,:, • ! ... 

i,Jas te Number: 

U376 

TJ377 

0378 

U379 

U381 

U382 

U383 

U384 

.U385 

U386 

U387 

U389 

U390 

U391 

U392 

U393 

U394 

U395 

(I) 
(C) 
(R) 

••. ·· . · 1' -.. .. i' 

(Troysan Plyphase) 
Car bamodithioic acid, dimethyl-, 
tet r aanhydrosulfide with orthothioselenious acid 
(Seleneum dimethyldithiocarbamate) 
Carbamodithioic acid, methyl, -monopotassium salt 
(Potassium n-methyldithiocarbamate) 

Basis 
Ignitable 
Corrosive 
Reac t ive 

Carbamodithioic acid, (hydroxymethyl)methyl- , 
rnonopotassium salt (Busan 40) 
Carbamodithioic acid, dibutyl , sodium salt (Sodium 
dibutyldithiocarbamate) 
Carbamodithioic ac i d, diethyl-, sodium salt 
(Sodium diethyldithiocarbamate) 
Carbamodithioic acid, dimethyl- , sidium salt 
(Dibam} 
Carbarnodi thioic acid, dimethyl,: porassium salt 
( Potassium dimethyl di thiocarbamate) (Busan 85) 
Carbamodithioic acid, methyl-, monosodi um salt 
(Metam Sodium) 
Carbamodi t hioic a cid, dipropyl- , S-propyl ester 
(Vernola tel 

Car bamodithioic acid, cyclohexylet h yl , s-ethyl 
ester (Cycl oate) 
Car bamodithioic acid, dipropyl-, S- (phenylmethyl) 
ester (Prosulfocarb} 
Carbamodithioic acid, bis(l-methylethyl)- , s- . 
(2,3,3-trichloro-2-propenyl) ester (Trial late) 
Carbamodithioic a c id, d i propyl- , S-ethyl ester 
(EPTC) 
Carbamodithioic acid, b utylethyl-, E-propyl ester 
(Pebulate) 
Carbamodithioic acid, bis (2-methylpropyl)-, s­
ethyl ester (Butylate) 
Copper, tris(dimethylcarbamodithioato- S,S')-, 
(Copp er dimethyldithiocarbamate) 
Ethani midoth i oic acid, 2-(dimethylamino)-N­
hydroxy-2-oxo-, methyl ether (A2213) 
Ethanol , 2,2 1 -oxybis-, dicarbaroate (Reactacrease 

for listing or class of hazardous waste: 
Toxicity Characteri stic Wast e (E) 

Acu te Ha zardous Was t e (H) 
Toxic Waste (T) 
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Clean Harbors Kansas, LLC 
Waste List 
EPA Hazardous Hazardous Waste/Constituent: 
Waste Number: 

U396 

U400 

U401 

U402 

U403 

U404 
U407 

U409 

U410 

U411 

(I) 
( c) 
( R) 

Basis 
Ignitable 
Corrosive 
Reactive 

' . ' ~ :, . 

4-DEG ) 
Iron, tris{dimethyl carbamodithioato-S,S')­
(Ferbam) 
Piperidine, 1 ,1'-(tetrathiodicarbonothioyl) -bis­
(Sulfads ) 
Bis(dimethyl thiocarbamoyl) sulfide 
(Tetramethylthiuram monosulfide) 
Thioperoxydicarbonic diamide, tetrabutyl (Butyl 
Tuads) 
Thioperoxydicarbonic diamide, . tetraethyl 
(Disulfram) 
Ethan amine , N,N-diethyl- (Triethylamine) 
Zinc, bis(diethylcarbamodithioato-S,S') (Ethyl 
Ziram) 
Carbamic acid, (1,2-
phenylenebis(iminocarbonothioyl)]bis-, dimethyl 
ester (Thiophanate-methyl) 
Ethanomidothoic acid, N,N'­
{thiobis[{methylimino)carbonyloxy)}bis-, dimethyl 
ester (Thiodicarb) 
Phenol, 2-(1-methylethoxy)-, methylcarbamate 
(Propoxur) 

for listing or class of hazardous waste: 
Toxicity Characteristic Waste 

Acute H~zardous Waste 
Toxic Waste 

(E) 
(H ) 
( T) 
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Clean Harbors Ka nsas, LLC 
waste Lis t 

Other Wastes 

( I) 
( C) 

o Solid wastes as defined by 40 CFR 261 .2 
o Waste from a Hazardous Waste Facility or Site, or waste 

resulting from activities under the Comprehensive 
Environmental Response, Compensation, and Liability Act 
(CERCLA) including but not limited to personnel 
protective equipment, discarded containers of 
laboratory chemicals (lab packs), lab equipment, 
clothing, debris from spills or cleanup and floor 
sweepings. 

Basis for listing or 
I gnitable 
Corrosive 
React ive 

class of haza r dous was te : 
Toxicity Characteristic Waste 

Acute Hazardous Waste 
Toxic Waste 

(E) 
( H) 
( T) 

·=-~•-<a:m:SDll .. :8'.11119 ..................................................................... _. 
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Clean Harbors Kansas, LLC 
RCRA Permit Application 
Section C - Waste Characterization 
Appendix C-A - Waste Analysis Plan 
Attachment C-C - Analytical Methods 

Attachment C-C 

Table of Contents: 

1. References for·standard Test Methods and Procedures 

2. Examples of Standard Test Methods and Procedures and 
Clean Harbors Kansas, LLC Analytical Procedures 

3 . Clean Harbors Kansas, LLC Analytical Procedures 

Normality 
Water Reactivity Screen 
Solids Screen 

(USPCI-1) 
(USPCI-2) 
(USPCI-3) 

Screen (USPCI - 4) Reactive Cyanides 
Reactive Sulfides 
Explosivity Meter 
Oxidizer Screen 
Radioactivity Screen 
Fixation Requirement 
Reducer Screen 

Screen (USPCI-4) 
Vapor Test (USPCI-5) 

Extraction for Solids 
Radiant Heat Ignition Test 
Compatability Evaluation 

1. Clean Harbors Kansas, LLC Methods 

Explosivity Screen 
HOC Screen 
Ignitability of Solids 

Page C-C. l 

(USPCI-6) 
(USPCI-7) 
(USPCI-8) 

(USPCI-10) 
(USPCI-11) 
(USPCI-21) 
(USPCI-25) 

(HRIW-1) 
(HRIW-2) 
(HRIW-3) 

Revision No. 10 
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Clean Harbors Kansas, LLC 
RCRA Permit Application 
Section C - Waste Characterization 
Appendix C-A - Waste Analysis Plan 
Attachment C-C - .Analytical Methods 

Standard Method References 

The standard methods- referenced on the following pages are detailed 
in the publications provided below. 

SW- 846 

APHA 

ASTM 

EPA-600/4-79-020 

40 CFR 

"Test Methods for Evaluating Solid Waste"; 
SW-84 6; U.S. Environmental Protection Agency, 
Office of Water and Waste Management, 
Washington, D.C. 20406; i n effect as of 
January 31, 1992. 

"Standard Methods for the Examination of Water 
and Waste Wa ter 11

, 16th edition, American 
Public Health Association, 1985 . 

"Annual Book of ASTM Standards", American 
Society for Testing Materials, 1916 Race. 
Street, Philadelphia, Pennsylvania 19103. 

"Methods for Chemical Analysis of Water and 
Wastes", EPA-600/ 4-79-020; U.S. Environmental 
Protection Agency, Environmental Monitoring 
and Support Laboratory, Cincinnati, Ohio 
45268, March 1979. 

40 Code of Federal Regul ations, Parts 260- 268 
( 1991 edition) . 

Page C-C.l 
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Clean Harbors Kansas, LLC 
RCRA Permit Application 
Section C - Waste Characterization 
Appendix C-A - Waste Analysis Plan 
Attachment c-c - Analytical Methods 

Examples of Standard Test Methods and Procedures 
and LES Analytical Procedures [6 pagesJ 
Parameter 

SlllnDle Work tin Techniques 
Inorqanic Techniaues 

Acid digestion procedure for flame atomic absorption 
spectroscopy or inductively coupled 
plasma spectroscopy 
Acid digestion procedure for flame atomic 
spectroscopy or inductively coupled 

absorption 

p l asma s pectroscopy 
Acid digestion procedure for furnace atomic absorption 
spectroscopy 
Acid ctigest1.on of oils, greases, or waxes 
Dissolution procedure for oils, greases, wax 
Acid digestion of sludges 
Alka.line digestion 
Microwave assisted acid di.gest1ons from · USEPA Contract 
Laboratory Program Statement of Work for Inorganics 
Analysis 

O~ganie Techniaues 
extraction Procedure for Oily Wastes 
Orqanic Extraction and Sample Preparation 
Waste Dilution 
Separatory funnel liquid-liquid extraction 
continuous liquid-liquid extracti.on 
Acid-base cleanup extraction 
Soxhlet extraction 
Sonication extraction 
Purge and Trap 
Hexadecane EJttraction and Screening of purgeable 
organi cs 

Page C- C.2 

Method 

3005 

301 0 . 

3020 

3U30 
3040 
3050 
3060 

1330 
3500 
3580 
3510 
3520 
3530 
3540 
3550 
5030 
3820 

Reference 

SW- 846 

SW-846 

SW- 846 

SW-846 
SW-846 
SW- 846 
SW-846 

EPA-CLP 

SW- 846 
SW-846 
SW-846 
SW-846 
SW-846 
SW-846 
SW-846 
SW-846 
SW-846 
SW- 846 

Revision No. JO 
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Clean Harbors Kansas, LLC 
RCRA Perrni t Appli°cation 
Section C - Waste Characterization 
Appendix c~A - Waste Analysis Plan 
Attachment C-C - Analytical Methods 

Inorganic Analytical Methods 
Inductively coupled plasma atomic enu.ssion 
spectroscopy .. .. ~ ... ... ,.1 ·.; 

Antimony 
Atomic absorption, direct aspiration method 
Atomic absorption, furnace method 

Arsenic 
Atomic absorption, ·furnace method 
Atomic absorption, gaseous hydride method 

Barium 
Atomic absorption, direct aspiration method 
Atomic absorption, furnace m.e thod 

Beryllium 
Atomic absorption, direct asniration method ·· ·· 
Atomic absorption, furnace method 

caamium 
Atomic absorption, direct aspiration method 
Atomic absorption, furnace method 

Chromium 
Atomic absorption, direct aspiration method 
Atomic absorption, furnace method 
Hexavalent chromium: co-precipitation 
Hexavalent chromium: colorimetric 
Hexavalent chromium: chelation-extraction 
Hexavalent chromium: diff. phase polaroqraphy 

Copper 
Atomic absorption, direct aspiration method 
A comic absorption, furnace method 

Lead 
Atomic absorption, direct aspiration method 
Atomic absorption, furnace. method 

Page C-C.3 

6010 

7040 
7041 

7060 
7061 

7080 
7081 

"-""'' 7090 
7091 

I 7l40 
7131 

7190 
7191 
7195 
7196 
7197 
7198 

721 0 
7211 

7420 
I 7421 

SW-846 

·- SW-846 
SW-846 

· SW-846 
SW-846 

SW-846 
SW-84 6 

I SW-846 
SW-846 

SW-846 
SW-846 

SW-846 
SW-H46 
SW-846 
SW-846 
SW-846 
SW-846 

SW-846 
SW-846 

SW- 846 
I SW-846 
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Clean Harbors Kansas, LLC 
RCRA Permit Application 
Section C - Waste Characterization 
Appendix C-A - Waste Analysis Plan 
Attachment C-C - Analytical Methods 

Mercury 
..... .;~,In ·-liquid- waste · (manua1-·· cold-vapor-, technique) • 

I n solid or semisolid waste (manual cold-vapor 
technique ) 

Nickel 
Atomic absorption, direct aspirat ion method 
Atomic absorption, furnace method 

Osmium 
Atomic absorption, direct aspiration method 
Atomic absorption, furnace method 

Selenium 
Atomic absorption, furnace method 

. Jli_to111.+c abs.9rption, gaseOU!:\, hydride method 
Silver 

Atotnic absorption, direct aspiration: method 
. Atomic al;>s.9rpt.19n,,_.t,yr na.ce_, rne,thr;>._q,,,_ . . 

Thall.l.UJn -
Atomic absorption, direct aspiration method 
Atomic absorption, furnace method 

Vanadium 
Atomic absorption, direct aspiration method 
Atomic absorption, furnace method 

zinc 
Atomic absorption, direct aspiration method 
Atomic absorption·, furnace method 

Page C-C.4 

~ 

-"'-, 

I 

- • 74 70 ·> ... SW-846 
7 4 71 SW- 846 

7520 -SW-846 
7521 SW-84.6 

7550 SW-846 
7551 SW- 846 

7140 SW-846 

"" ,,,~174.l ,,. ,, .. J ... SW;:-IH6 

7760 I SW-846 
" ~ ... v.. ' /. ~1 ,:..\.,1~ .. ~-~ -

7840 
7841 

7910 
7911 

7950 
7951 

SW-846 
SW-846 

SW-846 
SW-846 

SW-846 
I SW-846 
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Clean Harbors Kansas, LLC 
RCRA Permit Application 
Section C - Waste Characterizatio n 
Appendix C-A - Waste Analysis Plan 
Attactun.ent C-C - Analytical Methods 

... .... , .. ~.,. ... ~ 1 • i\ ... ,,. .,., •..• ''!'-' ....... Oraanic, Anal.vtica:l.. Methods 
Gas Chromatoqraohic Methods 

Halogenated Volatile Organics 
Nonhalogenated Volatile Orqanics 
Aromatic Volatile Organics 
Acrolein, Acrylon1.trile, Acetonitrile 
Phenols 
Phthalate Esters 
Organochloride l?est1.c1des and PCBs 
Nit r oaromatics and cyclic Ketones 
Folynuclear Aromatic Hydrocarbons 
Chlorinated Hydrocarbons 
Organophosphate Pesticides 
Chlorinat ed Herbicides 

. . Gas. Chr0111Atoar,mhic/)(as&, S.,.,..,.~rescoov, .M.~hods 
Volatile Organics .. , ' ·- ' . I 
Volatile organics 
Semi volatile Orqanics: 

Packed Column Technique 
Capillary Column Technicrue 

Polychlori nated Dibenzo-P-Dioxins and Polychlo~inated 
Dibenzofurans 

Page c-c.s 

.. .. 
8010 SW-846 
8015 SW-846 
8020 SW-846 
8030 SW-846 
80140 SW-346 
8060 SW-·846 
8080 SW-846 
8090 SW-846 
8100 SW- 846 

. 8120 SW-846 
8140 SW-846 
8150 SW-946 

f or Oraa.nics 
8240 
8260 

8250 
8270 
8280 

SW-846 
SW-846 

SW-846 
SW-846 
SW-8 46 
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Clean Harbors Kansas, LLC 
RCRA Permit Application 

·. , ' 

Section C - Waste Characterization 
Appendix C-A - Waste Analysis Plan 
Attachment C-C - Analytical Methods 

Miscellaneous Analvticai Methods 
Acidity 
Alkalinity . . · 
Percent Ash 
Bulle Densi ty 
Chlorine 
Compatibilitv Test for Wastes and Membrane Liners 
corrosivitv towards steel 
Releasable Cyanides 
Releasable Sulfides 
Flash Point (closed cup) 
Pl.ash Point (open cup) 
Heat Release 
Iqni tab ill. t v (Pensky-Martens closed-cup method) 
Ignitability (Setaflash closed-cup method) 
NH3 -Ni trogen 

NH,-Ni troqen 
Nitrate (Ion Chromatography) 

Nitrate (CoJ.ormetricJ 
N1trate-Nitroqen 
Nitrate-Nitrogen 

Total Recoverable Oil & Grease 
Oil & Grease Extraction Method for Sludge samoles 
Oil. & Grease 
OiJ. & Grease 
Total Organic Carbon (TOC) 
Total Organic Halides (TOX) 
Paint Filter Liauids Test (Free Liquids Test) 
Soil. pH 
Phosphorous 

Phosphorous 
Total solids Dried at 103°C 105°C 

Total solids Dried at 103qC 105°C 
Total Suspended Solids (Filterable Res i due) 
Fixed, Volatile Solids (Non- Eilterable Residue) 
2-2090 
Specific Gravity 
Total Sulfur 
Total Sulfides 
TCLP 
EI? Toxicity 
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402 APHA 
403 APHA 

0482 ASTM 
01429 ASTM 
0808 ASTM 
9090 SW-846 
1110 SW- 846 

7. 3. 3. 2 SW-846 
7.3.4.2 SW-846 

093 ASTM 
092 ASTM 
0240 ASTM 
1010 SW-846 
1020 SW-846 
350.3 EPA-600/ 

4-79-020 
417 APRA. 

~0 . 1 EPA-600/ 
4-79-020 

9200 SW-t!46 
418 APHA 

352.l EPA-600/ 
4-79-020 

9070 SW-846 
9071 SW-846 

04281 ASTM 
503 Al?HA 
9060 SW- 846 
902-0 SW-846 
9095 SW-846 
9045 SW-846 

365.4 E:PA ·bUO/ 
4-79-020 

424 APHA 
160.3 EPA-600/ 

4-79-020 
209A APHA 
209C APHA 
2090 APHA 

01298 ASTM 
0129-64 ASTM 

9030 SW- 846 
.n.poendix I 40 CFR 268 
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Dl744 
01796 
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USPCI-3 
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USPCI-4 
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USPCI-5 
USPCI-6 
USPCI-7 · 
USPCI-8 

USPCI- 10 
USPCI-11 
USPCI-21 

HRIW-3 
USPCI-25 

HRIW-2 

ASTM 
ASTM 
ASTM 
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CHK WAP 
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Clean Harbors KaDSas, LLC ANALV~T~~~ PROCEDURE 1 

NORMALITY 

(Acidity or AJ..kalinity) 

l • 0 SCOPE ANO APPLICATION 

1.1 This method is for determining normality (acidity or 
alkalinity) of hazardous waste samples that . are acidic or 
caustic liquids. 

1. 2 It should be noted that the data generated frcm normality 
measurements are used for tw~-purposes. One is as a part of 
the incoming load (fingerprint) procedure to ensure that pre­
shiprnent samples of waste streams are representative of the 
loads actually sent. A difference of +/-1.25 normality units 
is considered a discrepancy. The other purpose is to give an 
indication of the volumes of acidic and caustic waste streams 
that must be mixed together for neutralization before 
disposal. Neither of these purposes require accurate values 
for l ow normality samples. Therefore, the procedure which is 
used and given here is one that gives sufficient accuracy for 
high normality samples. 

2 . 0 SUMMARY OF METHOD 

2 . 1 The liquid waste is titrated with a ti tr ant that is t he 
opposite pH (e.g. titrate an acidic waste with a caustic 
titrant). Solids are added to a nominal volume of deionized 
·vate r (DIW) fo r titration, if desired. The normality is 
calculated by using the amounts of the sample and titrant and 
the known normality o f the ti tr ant. The end point of the 
titration is de termined by a calibrated pH meter. 

3.0 INTERFERENCES 

3 .1 Re::r,onse t1.-:-.es f:>r ·~lass µH e:.'?c':.codes .n::1y b~ .:;10•.v·?d cy ci: 
Eilm~ en the e~ectr0de. 

CHK -1.1 Revision No. 13 
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Clean Harbors Kansas, LLC 
Analytical Procedures 

4.0 SAFETY 

· ': .• · c." t 

4.1 Wear appropriate gloves and safety glasses when handling acids 
and caustics. 

4.2 Prevent spills and splashes. 
thoroughly with water. 

Wash areas (if spill occurs) 

4.3 If sample ha~ extremely high normality, splattering may occur 
when titrating. Therefore, analysis should be performed in 
the hood. 

4.4 Do not breath vapors; keep samples in the hood. 

5.0 APE>AAATUS AND EQUil?MENT . :: ~ . • ..,...t; . ~ .I·'"· ,. . • . ' 

5.1 Buret - Pyrex or Kirnax, 25 ml, with divisions of 0.1 ml. or 
1 " equJr.va-lelit-n· One* eaah- fow a<0id, and-. base tit rants. 

5.2 10 ml and 50 ml disposable polystyrene beakers . 

5.3 pH meter 

6 • 0 REAGENTS 

6.1 pH buffers: Baker Analyzed 5657-1 (pH 4), 5655-1 (pH 10), 
5656-1 (pH 7), or equivalents. 

6.2 Concentrated hydrochloric acid, 12 N: Baker Analyzed Reagent 
9535-3, or equivalent. 

6.3 Hydrochloric acid, 3 N: Add slowly, while stirring, 258 ml of 
HCL acid (6.2) and dilute to 1 liter. 

6.4 Sodium Hydroxide, 3 N: Dissolve 120 g of NaOH (6.5) : n 800 ml 
of Type I water while stirring. Dilute tol liter. 

6.5 Sodium Hydroxide: Mallinckrodt AR# 77G8-5, or equivalent. 

7.0 SAMPLE HANDLING AND PRESERVATION 

7 .1 Ha nd l e s 1::,ple •,,.Lt h r.=:.-:t:rc'.1l e ·.:: c ut io n; 1,;.::>a r 1n ,:J J lo'/ ·~::3 ..i r.d 
,Jla:3 :.;e s. 

7 .2 rio p rese r v .1 t ir:m r e qui r ed . 

CHK L · 2 Revision No. 13 
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Clean Harbors Kansas, LLC 
Analytical Procedures 

7.3 If sample fumes, store in refrigerator at 4°C. 

8.0 pH - METER CALIBRATION AND STANDARDIZATION 

8 . 1 Make •..1p pH 4 and pH 7 buffer solutions by emptying the 
complete sachet contents into beakers and dissolvi ng in the 
stated volume of distilled water. Pre-mixed and certified 
buf fers may also be u sed. 

8.2 Calibrate pH meter according to manufacturer's instructions. 
Record calibration settings in instrument log. 

9.0 QUALITY CONTROL 

9.1 Duplicates. For preacceptance samples, at least one duplicate 
must b~ analyzed per sample set or 10% of total samples. For 
incoming load samples, at least one duplicate analysis set 
must be analyzed per shift .. 

9. 2 The normali t y of the titrants are checked against a primary 
standard on a regular basis. 

9.3 Control Charts 

9. 3 .1 Precision control charts for monitoring of relative percent 
difference of duplicate analysis are maintained .. 

9.3.2Accuracy control charts 
maintained. 

for the normality checks are 

10. 0 PROCEDURE 

10.l Use a 10 ml disposable beaker to measure 10 ml of a liquid 
sample into a 50 ml disposable beaker. If the sample is 
solid, add 1.0 gm to 10 ml of DIW. 

10.2 Stir gently with the cal ibrated and rinsed pH probe. Record 
t he init i a l pH. 

1 0.3 F'or samples wi t h p H g rea ter t: han l 0 .5 ,:; r l e:.5G ':h...1:-1 4 . 5 .:i 

titca tion with 3 N acid or base titrant, respectively, i s 
pe r fo r med. Titrate slo wly wi t h continccus s t i rr ing unti l t he 
p.H ::'.'i?,3::h~ s 7 . 0 . 

l C . ·~ ~e a ·i and r ,:;ccrd tr.e '!OlLL:-,E. ,) f tit r.:rn t usE.d . 

CHK .. 1.3 
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Clean Harbors Kansas, LLC 
Analytical Procedures 

10.5 Samples of high normality can use a smaller sample aliquot as 
required. 

ll.O CALCULATIONS 

11.1 No~mality of sample= 

Normality of Titrant x Volume of Titrant (mL) 
Volume of Sample (mL or gm) 

11.2 Duplicate calculation: 

% Difference = ~ 1 - D2) x 200 
D1 + D2 

where: Di == 
02 

first sample value 
second sample value 

12. 0 DATA FLAGGING AND REMEDIAL ACTION 

12.1 Data will be flagged by the analyst if data generated creates 
an "out-of-control" situation on the Precision or Accuracy 
Control Chart. 

12.2 Remedial action 

12. 2 .1 When data is flagged, the following areas are reviewed 
by the analyst and/or supervisor: 

12.2.1.1 Calibration and standardization. 

12 . 2.1.2 Analysis trends as indicated by control charts. 

12.3 When a problem is located, sample ana l ysis is repeated. 

13.0 REFERENCES 

Chemistry, 2nd Edition, Yoder, Claude H. , Snydam, Fred H., Snavel y, 
~ Jrcour t 3r<lce Jav a no~ich , I n c ., 1980 , ~975 . 

St2.ndar:d Mr~tr.od3 for tr.e Exami r.a t.:.::; n ·"J f ~·Jat8 r .~ w.:is tewa t.1:: r, l E": h 
Ed i ti ,J n , il~11eri. c a n Publ ic Heal t h Associ ati. or: , A.rnerican 'isl .J.t~ r Wo:::-:s 
t-.s:;c.: i .1t i ·::. n, r/\1 .::i. te r F.oL.tL ,::;n C.::r, t :ol · FE:cl 12'-,)': i c:: , l '?SS . 

CHK · l · 1 - r 
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Clean Harbors Kansas, LLC ANALYTICAL PROCEDURE 2 

WATER REACTIVITY SCREEN 

1.0 SCOPE AND APPLICATION 

1.1 This method is used to screen materials for violent reactions 
with water. 

:? .. 0 StJM,,fARY OF METHOD 

2 .1 Sample is slowly added t o water unt i l a 50/50 volume/volume 
mixture is obtained. The mixture is observed to detect 
heating (more than a 15°C temperature rise) or turbulent gas 
evolution (more than 10% of the mixture volume). 

3.0 

3.1 

3.2 

3 .3 

4.0 

4 . 1. 

Sl\FETY 

Always add sample slowly to water, not water to sample. 

Wear appropriate gloves and safety glasses. 

Perform the mixing in a hood to prevent gases evolved from 
entering the laboratory. 

PROCEDURE 

~cu r 25 ml of water into a disposable 50 ~l beak~r. Measure 
the initial water temperature. Slowly add sample until the 
beaker reaches the 50 ml level . 

. .. :. ::: f the mixture warms significantly, use a thermometer ·to check 
temperature. If it is more than 15°C above the initial water 
s ample temperature the sample is considered to be water 
reactive. 

_ . J I f bubbles or gas is formed causing t ur bulence, the sample is 
also cs,,side r e d t ,::: be wa.te r r ,~;1ct i ,re clue t CJ ga:3 evo lutiwn. 

4. 4 If S·:: '.Tlpl e i.s wa ':e !.:' r~a ·:::t.:.·.-~ dLe ':J ':e:mp ,:=? r atur'= ri se .:rnd t h e 
sampl e h r1s a la r']e •::nc u9h .:1.cid ·~ r b:1Ee r.or;na l i': y t c .Jcco•_;n t 
"::r. t ,::::r:r:A r. 1'::t:-e r :.::;.:: rju e to ,1c::.:! ·-::::- 1::: .-iS ·~ 'L lutic:-1 , t: hc :_; .1...-r.p l ·:: 
i~ noted t o ~e wate~ reac~i ve d~e to ~cid o r ba~e 

CHK -2. 1 
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dilution. 

4. 5 If the reaction is questionable, tr.e amount of sample is 
scaled up with 10 times the amount of water and re-tested. 

5.0 QUALITY' CONTROL 

5.1 Duplicates. For preacceptance samples, at least one duplicate 
must be analyzed per sample set or 10% of total samples. For 
incoming load samples, at least one duplicate analysis set 
must be analyzed per shift. 

5. 2 Because this test yields a "yes" or "no" answer, regular 
quality control charts will not be kept. All discrepancies 
between duplicate samples must be explained and noted . 

CHK·2 . 2 
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Clean Harbors Kansas, LLC ANALYTICAL PROCEDURE 3 

SOLIDS SCREEN 

1. 0 SCOPE AND APPLICATION 

This is a rapid and accurate method for deterr.iining the total 
solids content of liquids·, sludges and solid samples by drying 
to maximum weight loss at approximately 105°C. 

2 , 0 St..M,1A.RY OF METHOD 

An approximate 10 grams of sample are accurately weighed and 
dried on a moisture balance. Weights before and after drying 
are compared to calculate% solids. 

3. 0 INTERFERENCES 

Underheating and/or inadequate drying time 
components normally volatilized at 105°C. 
timer settings are ·cteveloped for each 
prevent these interferences. 

4 .0 SAFETY 

wi l l not remove all 
Adequate heater and 
type of sample to 

4 .1 This method should not be used with explosives or ignition 
could result. 

4. 2 Appropriate gloves and safety glasses should be worn while 
handling samples. 

4.3 This method should be performed in the hood to prevent 
volatile compounds from entering the laboratory -1tmosphere. 

5 . 0 APPARATUS ANO EQUIPMENT 

Ohaus Moisture Determination Balance Model 6010 with ,1lwn i nurn 
s.:irnpl c pans. 

6.0 QUALITY CONTROL 

r:;.1 G11rU,:.:1. tes. for i;::r 0:?Jc·:~r,t3.nci2 samples, :J t l eas t ,::r,t2 i 1.:.pl i :.:t<?. 
;:•Jst b? .:;~ .:ly::e,i r.::e:- sarrple :;;,2t )r ltY, 0: ·.otal !:: a.rr,pl G:s . ? ·'.H 

. , 
.J. -
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i ncoming load samples, at least one duplicate 

CHK "l .? 
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analysis set must be analyzed per shift. 

6.2 Control Samples are run on a regular basis. 

6. 3 Quality Control Charts are kept for moni taring precision 
(duplicates), and accuracy (control samples). 

7 . 0 PROCEDURE 

7 . 1 Approx i mately 10 grams of well mixed sample are accurately 
weighed onto a tared aluminum sample pan on the moisture 
balance. This weight is the initial weight. 

7. 2 The temperature 
sample is run . 
chart log. This 
timer setting at 
free liquids are 

setting is checked weekly when the control 
The setting will be r~corded on the control 
will be the setting used each week. Set the 
10 minutes. Check sample at end of time, if 
still present heat an additional 5 minutes . 

7.3 '! total solids is ca l culated using the formula : 

~ total solids~ Final Weight x 100 
Initial Weight 

8 . 0 REFERENCES 

Instructions for Ohaus Moisture Determination Balance Model 6010, 
1982 . 

CHK l. : 
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Clean Harbors Kansas, LLC ANALYTICAL PROCEDURE 4 

REACTIVE CYANIDES AND REACTIVE SULFIDES SCREEN 

1.0 SCOPE AND APPLICATION 

This method provides a rapid qualitative test to determine the 
potential for samples to generate HCN or H2S upon 
acidification. 

2.0 SUMMARY OF METHOD 

A small amount of sample is acidified to pH< 2 
acid and · the atmosphere above the sample 1s 
Drager detector tubes for hydrogen cyanide 
sulfide. 

3.0 SAFETY 

3.1 Wear appropriate gloves and safety glasses. 

using nitric 
tested using 
and hydrogen 

3.2 This test must be performed in a hood to prevent poisonous HCN 
and/or HzS from escaping into the lab atmosphere. 

4.0 INTERFERENCES 

According to the Drager tube handbook there are no 
interferences that prevent sensing of HCN, ho'r1evcr i t has been 
documented from time to time that unknown substances will 
cause the tube to turn an orange rather than the tell-tale 
blood red. Also, the white from part of the tube wi l l turn 
black i n the presence of H7.S·. Sulphur dioxide may increase 
the measured concentration value of H2S, but will not prev~nt 
H.S from being detected. 

5 . 0 PROCEDURE 

5 . 1 App~~xim<lt~ly ~5 ml of sample is placed in a ·iispcsJble SG ml 
beaker and acidified with 3 normal nitric acid :.;ntil the pH i. ::; 
~ . O. Samples :.-1i'":h i ,1 iti.:i l pH 11a l 1;.1=s ,:i t or c ,~low ~ . O r.eed n .. ) t 
te :1c1di f ied f ·H·ther. 

cHK - tt . 1 
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above the sample ~s tested us i ng a Drager gas detector. 
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Sample tube Hydrogen Cyanide 2/a is used for HCN detecticn and 
sample tube Hydrogen Sulfide 100/a is used for H2S detection. 

The HCN tube needs five pwnps; t~e Sulfide tube one. 

S. 3 I:: appropriate, additional analysis wi l l be perforraed using 
eith er EPA Method SW-84 6-9010 for cyanide or EPA Method sw-
846-9030 for sulfides. 

6.0 QUALITY CONTROL 

6.1 Duplicate samples are run at least once every set of 10 pre­
acceptance samples. 

6.2 Discrepancies (positive vs. negative 
duplicate samples must be explained. 

CHK 
- 4. 3 

results) between 
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Clean Harbors Kansas, LLC ANALYTICAL PROCEDURE 5 

EXPLOSIVITY METER VAPOR TEST (TLV SNIFF) 

1.0 SCOPE AND APPLICATION 

2.0 

3.0 

3.1 

3 . 2 

The TLV Sniffer is an extremely sensitive combustible gas and 
vapor sensing instrument; equipped with a~ audible alarm that 
can be set to sound at any desired level of gas concentration. 

The TLV is also useful for locating gas leaks . Another 
function is continuous self monitoring. 

SUMMARY OF METHOD 

To detect and measure concentrations of combustible gas in the 
air, the TLV Sniffer catalytically oxidizes gas in a pumped in 
sample of air by means of a catalyst-coated resistance 
element . The resistance of this element changes with changes 
in temperature that are proportional to the amount of oxidized 
gas, thereby altering the electrical balance of the catalytic 
element as compared to the resistance of a reference element. 

Both the catalyst-coated ("active") element and the .reference 
element a:re incorporated in a Wheatstone Bridge circuit in 
such a way as to produce an electrical output proportional to 
their differences in resistance. Since any changes i n air 
sample temperature and hwnidity affect both active and 
reference elements equally the electrical signal output is 
proportional to the concentrations of combustible gas or vapor 
in the sampl e of air (expressed in volumetric terms as ppm). 
However, sudden changes in humidity may affect the zero 
reading on the X 1 range . The instrument, therefore, should 
be zeroed at the sam R.H. prevailing during use. 

INTERFERENCES 

Irnpr·::iper calibr;:ition of instrument or sett ing meter zero in 
the presence of impure air will cause inaccurate readings. 

wi s ps of cigaret~e smoke, fumes fr- ,Jrn autos, J.nd :.nbtl•:! .1 L c 
c,::nta::n!_na.nts f:!co~ ,:::r..:1er sources may affect: zero .setting . 

CHK ·5. t Revision No.13 
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4. 0 SAFETY 

If h igh. volumes of gas are detected or suspected, a respirator 
should be worn. No flames or spar ks should ever be present. 

5.0 APPARATUS AND EQUIPMENT 

5.1 TLV Sniffer - Bacharach by United Technol-::igies, or equivalent. 

5.2 Gas Calibration Kit - Bacharach, Code 51-7139, or equivalent . 

·: . 0 REAGENTS 

None 

7.0 SAMPLE HANDLING AND PRESERVATION 

Keep sa.mple container tightly sealed. DO NOT open until 
starting analysis. If highly volatile, refrigerate sampl e at 
4 degrees Ce lsius . 

8.0 CALIBRATION AND STANDARDIZATION 

8.1 Battery test: 

Turn MODE SELECTOR knob from OFF position to BATT TEST 
position. Meter pointer should come to rest in BATTERY GOOD 
range of meter scale. (Both a meter reading below BATTERY 
GOOD range and an audible signal warn of batteries too weak to 
sustain normal operation) . 

8.2 Setting meter pointer to zero: 

8. 2. lAttach air sampling probe connector t o instrument intake on 
left side of case by pulling back spring co llar of 
connector, pressing cor.nectoi over i ntake, and releasing 
spring collar . 

8.2.2 Place TLV Sni ffet" in position in ·.-1hich mete!'." indicaticns 
'"'L l b3 rea.cl Lisually i n met,2r up p0siticn} . 

NOTE: Ee.:it di :: tributi ,:Jn ~ccm active :rnd refer,~nce 
fi l.:unents ,')f th·~ d ·2 tector sense;: ch.:mqr::s frcm ,:ert1c::al 

r.CHK --s.2 
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to horizontal position. The resulting 
electrical balance between elements causes 
p~inter zero from one position to the other. 

d·_ange in 
a shift in 

t ~!.OCE SELECTOR switch to ppm x 100 and operate instrument 8.2.3Se 
for 10 minutes to allow circuits to stabilize. 

8.2.4In fi:esh air, set ZERO l\DJUST knob at midpoint (five full 
turns from either extreme position) . If fresh air is 
not available, use Bacharach Kit 51-7199 to apply known 
pure air to the Sniffer intake (instructions in kit). 

8.2.5 

8.2.6 

8.2.7 

Turn coarse adjustment screw, located under ZERO ADJUST 
knob, to move meter pointer to zero on the meter scale. 

Turn MODE SELECTOR to ppm x 10 position and turn AERO 
ADJUST knob to set pointer to meter zero. 

Turn MODE SELECTOR to ppm x 1 position and turn ZERO 
ADJUST knob to set pointer to zero . 

NOTE: The TLV Sniffer is extremely sensitive in the ppm 
x 1 range. C02 from breath too close to the intake, 
cigarette smoke, auto fumes, etc., can interfere with 
accurate setting of the pointer to meter zero. 

8.3 Setting meter pointer deflection (gain calibration). 

To insure proper operation and to check calibration, it is 
necessary to periodically check the instrument against a known 
standard blend of calibration gas. 

The Bacharach Code 51-7199 gas calibration kit 
available Code 51-1120 rectified gas cylinder 
ppm hexane in air are readily available 
requirement. 

and optionally 
containing 500 
to meet this 

Connect the gas transfer asserrbly, D<aking certain all 
connections are air tight. Use the retaining clips ( 2 each) 
to mount Flowmeter (06-6163) to its mounting bracket (Sl­
L20i l . .Make cert:iin to connect rubber tubing a.t the base 
inlet ccnr.ection on the flov1m.eter, then to the barbed fitting 
~n t he requldtJr ilnd t~ the quick cc~~ect fitting previ0usly 
i~ s t~ll~J ~n the 7:v 2ample in:et :inlet 

CHK.--5.3 
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fully fitting). fu rn r egulator valve (03-4318) 
counterclockwise (c l ose position) before at t emptir.g to 
regulator into calibration gas tank. This test i s 

screw 
:o be 
free) 

51-7131 
performed in a clean, fresh air (combustible 
envi r:mrnent. If t his is not possible, substit·.1te Code 
zero calibration gas for the Code Sl-1120 cyl inder of hexane-
air ;ni:<ture. 

Conn~ct the gas transfer assembly at the TLV sample in (i nlet) 
fittin g. 

Open the regulator valve (clockwise} and adjust for flowmeter 
indication of (1 ) cfh to ensure adequate pump flow. 

Remove Code 51-7131 zero calibration gas and substitute the 
Code 51-1120 cylinder of hexane-air mixture before proceeding 
with Step 6. 

To calibrate the instrument in fresh air (combustible free) 
environment, proceed as follows: 

8.3. l Remove case cover for access to internal adjustments and 
temporarily break gas transfer assembly connection at 
the TLV Sample-In {inlet) fitting. 

8.3.2Turn FINE ZERO ADJUST (pot) full clockwise and then five turns 
counterclockwise to mid-range. Then turn COARSE ADJUST 
(pot) full clockwise and ten turns counterclockwise to 
mid-range. 

B. 3. 3 Turn MODE SELECTOR to BATT TEST position. The meter pointer 
must indi cate wi thin BATTERY GOOD r a nge, if not 
recharge . 

Connect a Voltmeter between TP-3 (+) and ground (-), 
check for 6 VDC. If not, adjust for 6 voe+/- 0 . 01 VDC . 

>3. 3. 4Af t er allowir,g for five mi nute warm ·1p, turn MODE SEL2CTOR 
switch to ppm x 100 position and a d j ust R-13 for me t er 
po i~te r i nd icat i c n of s ca le ~2 r 0 . 

8 . J . 5Tt::::-n Moes SELEC~CR s witch to p pm x 10 po s i!: i on and 3.d jus t 
COAPSE AD,JUS'T O!'." meter pointer i rnll·.:a t i on o f s ea l ,~ ze :-·J . 

Pe1,j j c3t I,".E!r s t.ep.3 4 ,u,.d 5 nnt: il :-:-.ete r p·Jintr::r 
~nd~cat~.3 ~ re l a~ ive ly cons t a~t ~cal e zer o when 
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8.3.6Turn 

8.3.7Turn 

Y!CDE SELECTOR is switched between pprr. x 100 range. 

MODE SELECTOR switch to ppm x 10 position. Reccnnect ·gas 
transfer assembly to TLV sample inlet fitting. Open 
regulator valve (clockwis e) and adjust for flowmeter 
indications of ( 1) cfh to ensure adequate pump flow. 
Al low one minute for meter pointer to achieve maximum 
indication, adjust R-3 the xlO span adjuster until meter 
pointer indicates mid-scale (50) o r 500 ppm. Remove 
gas, close regulator valve ( fully CCW) and allow about 
two minutes for meter pointer to. return to zero. 

MODE SELECT switch to pprn x 10 position. Then turn the 
FINE ZERO ADJUST until meter pointer indicates full 
scale 1000 ppm. Turn MODE SELECT switch to ppm x 100 
position and adjust R-4 the x 100 span adjuster until 
meter pointer indicates scale zero. 

8.3.STurn MODE SELECT switch to ppm x 10 position, then turn FINE 
ZERO ADJUST until me t er pointer indicates 10 in the 
scale or 100 ppm. 

8.3.9Turn MODE SELECT switch to ppm. x 1 position and adjust the x 1 
span adjuster until meter pointer indicates 100 ( full 
scale) or 100 ppm. 

8.3.10 Turn FINE ZERO ADJUST until meter pointer indicates 
scale zero, the TLV is now .calibrated and ready fo r use 
on the low range 0-100 ppm as a gas leak detector. 

8. 4 Resetting alarm response . If factory set alarm response at 
midpoint of the meter scale is not suitable, reset alarm 
response level as fo llows: 

8. 4. 1 Turn meter zero coarse adjustment screw ( located under ZERO 
ADJUST control knob at lower left 0n instrument ranel) 
to set meter pointer to desired alarm point on meter 
scale. 

8. 4.2Tu t'n Al.AP11 pct,~ntiome:~r ~,d justrne:1t screw un':il a ·1dible .:iLirm 
sounds. 

8 . ·L 3 T1..:rn m2 t E:r ze co :::o.1rse a·i~ us ':nen:: sc::-e•.-J to retu ::- n po::.n l:.er to 
;:,~ro J:1 .ne t -::r ::;cal ·~. 

CHK-5.5 

Revision No.13 
September 03,2010 



I 
\ 

clean Hacbors Kansas, LLC 
Analytical Procedures 

8.S setting recording level. If r~corder {range: 0-100 :uv; 
i mpedance: 10, 000 lhms or grea tee) is to. be .:.:.sed, attach 
accessory recorder j ::ick to RECORCSR plug 1n r :.ght side of 
i nst!'."t.LL1ent case and set recording level as fo l lows: 

8.5.lSet MODE SELECTOR knob to ppm x 100 or ppm~ lO as desired and 
apply combus~ible gas to instrument intake. 

s. s. 2 Turn RECORDER potentiometer adjustment screw until accessory 
recorder response corresponds with meter readings as 
desired. 

9.0 QUALITY CONTROL 

9 . 1 Calibration of the unit should be verified each day. 

9. 2 Duplicate samples are tested in each pre-acceptance sample 
batch or every 10 samples , whichever is more frequent. A 
quality control chart is kept on the duplicate sample values. 

10. 0 t-DNITORING TOXICITY· 

lo. 1 ~-1oni tor combustible gas and vapor to determine concentrations 
with respect to Threshold Limit Values as follows: . 

10. l.1 

10. 1. 2 

10.1.3 

l ') . 1. . 4 . 

! CJ . l . 5 

Turn MODE SELECTOR control knob to BATT TEST position 
and read condition of battery on meter dial. Install 
new recharged batteries, if necessary. 

Turn MODE SELECTOR control to desired operating range, 
selected in accordance with the Threshold Limit Value 
for the toxic gas to be monitored (ppm x 1 for TLV from 
Oto 100 ppm; ppm x 10 for TLV from Oto 1,000 ppm; ppm 
x 100 TLV from Oto 10,000 ppm). 

Allow ten minute warm-up r,,;' riod with inst:rument in same 
position as it is to be used in service (meter facing up 
or mete r facing to t he side ) . 

In fresh ,3.it· lJef0!'."e '?.nte ri ,:g :-;;cnitorir.9 ::1rea , t::.1rn ZERO 
ADJUST con:rol knc b until me t ,2r p ointe r r esets o n z e ro . 

t :)r r-v)n::. t 'J ::ing i::i n,:) isy ,; -::-2as , 
:~;! ..:- i: h:r.·1 i.r. ~, - · :1 ,-: n .~i.qh !:: . .;:.d·::: 
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10. 1. 6 

10.1.7 

10.2 

:.o . 3 

10 .3.1 

10.3.2 

10.3.3 

10.3.4 

1 (• . .'.J • 2 

Enter nonitoring area and read ppm gas concentrations on 
meter. Audible warni~g sounds if gas concent ra tion 
causes readings at midpoint o f scale or abo'1e, or if 
toxic Threshold Limit Value has been exceeded, provided 
the alarm has been set for t his response. 

F'or readings above 10, 000 ppm: Replace probe assembly 
0023 -7243 with dilution pr~be 0023-7355 and slide 
dilution probe 0-ring to expose dilution holes of probe 
(extends range 10 x to read up to 100,000 ppm). Add in 
lihe filter and trap assembly, if sampling in dust or 
moisture laden areas. 

Converting Hexane-calibrated meter ppm readings to ppm 
readings for other gases. Hexan gas is commonly used 
for factory calibration and subsequent in service 
recalibrations of the TLV Sniffer. To determine ppm 
concentrations of gases other than hexane with 
instruments calibrated for hexane, multiply the ppm 
meter reading by the factor for the gas detected. 

Converting ppm readings to percent level of lower 
explosive limit (% L.E.L.). To determi ne gas 
concentration levels i n terms of percent of lower 
explosive limit from direct ppm readings for hexane or 
from calculated ppm concentration levels for other 
gasses: 

Read ppm on TLV Sniffer indicating meter. 

On O-to-10, 000 "ppm concentration in sample" horizontal 
scale at bottom of% L.E.L. Conversion chart (attached), 
locate position left to right representing ppm reading. 

On slanted chart line representing kind o f gas detected, 
find the point i n vertical alignment o•,-er ppm reading 
point 0n horizontal scale. 

Locating qas 2.eak sources. To utilize the TLV Sniffer 
in searchL,g :: :, ~.- ·;c:is :.ea.1':s in : ::tr.ks, pip~s, hoses , 
cont a iners , etc.: 

3ec MOLE ~EL~s:cR contro l ~n~b t c ppm x 1 t:s1tion . 
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i:-eading wi l l i a cr·~ase as leak is approacr.ed and 
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l '). s 

10.5.1 

10.5.2 

jecrease as probe moves away fr8m leak. 

TLV sniff 
anal':r'S is. 

test procedure for sample fin;;rerprint 

The TLV sniffer probe is held over the surface {with:n 
0.5 cm.) of the sarr.ple. A. positive ceadir.g indica':es tt.e 
possibility af volati~e organics in the sample. 

A reading over 200 ppm indic3tes the possibility of 
flammability and a flash point analysis is performed to 
test for flammability. 

11 . 0 CALCULATIONS 

TLV = ppm reading x scale 

12.0 DATA FLAGGING AND REMEDIAL ACTION 

12.1 Data will be flagged if: 

12.1.1 Data generated creates an "out of control" situation on 
the precision control chart. 

12.2 Remedial Action 

12.2.l When the data is flagged, ~he following areas are 
reviewed by the analyst and supervisor: 

12. 2. l .1 Analysis trends as indicated by contr ,.)1 charts. 

12.3 When a problem is located sample analysis is repeated. 

13.0 REFERENCES 

Instruction Manual TLV Sniffer, United Technologies Bacharach, 
Instruction 23-9613, Rev. No. 1, September, 1982 . 
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Clean Harbors Kansas, LC AlU\LYTICAL PROCEDURE 6 

OXIDIZER SCREEN 

1.0 SCOPE AND APPLICATION 

Thi s method is a rapid qualitative method for determining the 
preser.ce of oxidizing materials in liquids and sludge samples. 

2 .0 SAFETY 

2.1 Wear appropriate gloves and saf~ty glasses when handling 
hazardous samples. 

2. 2 Perform analysis in the hood to prevent contact with sample 
vapors. 

3. 0 PROCEDURE 

Wet a strip of KI - starch paper in HCl. Dip the wetted strip 
into the sample . Note the color that develops. Anywhere from 
light brown to dark purple or black indicated that oxidizing 
material i s likely present. Light brown is generated on 
contact with nitric acid and deep purple forms on contact with 
hydrogen peroxide. 

4. 0 QUALITY CONTROL 

At least one duplicate must be analyzed per sample set or for 
every 10 samples, which ever gives the greater frequency . 

CHK ·-6 .1 Revision No.13 
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Clean Harbors Kansas, LLC ANALYTICAL PROCEDURE 7 

RADIOACTIVITY SCREEN 

1 . 0 SCOPE AND APPLICATION 

This method is to detect the presence of any radioactive 
material in a representative sample of waste. 

2 • 0 SUMMARY OF METHOD 

To detect and measure the presence of radioactivity in a 
sample it will be placed within six i nches of a scintillation 
detector. A scintillation detector is capable of measuring 
low- l evel gamma radiation in micro R/hr. 

3. 0 INTERFERENCE 

No known interferences. 

4 .0 SAFETY 

Treat all samples as if hazardous. Wear appropriate gloves, 
safety glasses, and lab coat. The sample container does not 
have to be opened to perform t he test . 

5 . 0 APPARATUS AND EQUIPMENT 

Ludlum Model 19 Micro Rad Meter, or equivalent. 

6 . 0 REAGENTS 

None required. 

7 • 0 SAMPLE HANDLING AND PRESERVATION 

1'0 preser va ti ,Jn i s needed . Keep sJ.r..ple t.ight l y sealed. 2 lace 
enti re s amp l e \,ti thin six inches c f the detectcr. 

B. 0 CALIBRATION AND STANDARDIZATION 
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9.0 QUALITY CONTROL 

Nor.e. 

l. 0 . O PROCEDURE 

10 .1 Prior ~o turn-en, place t~e response switch in the S (slew) 
~osition and place ~udio switch in the off position. 

10. 2 Turn-on the me tee by placing meter on the O to 50. micro R/hr 
scale. 

10.3 Depress the BATT Test Button. If the meter pointer is below 
the check line replace the meter 's batteries. 

10.4 Depress the R (reset) Button. 
returns to Zero. 

Check to see if meter pointer 

1 O. 5 The meter is ready for use. Allow the meter to return to 
background activity approximately 10 to 20 micro R/hr Response 
time should be 10 to 15 seconds. 

10.6 Place sample within six inches of the detector located in the 
front of the meter. Allow 10 to 15 seconds for meter 
response. If reading is less than 40 micro R/hr above 
background the test is negative. Any readings which are 
greater, the General Manager or Lab Manager will be notified. 

11.0 CALCULATIONS 

The meter is a direct readout. 
proper scale. 

12.0 PRECISION AND ACCURACY 

Ensure meter is set on the 

No historical data is available at this time. 

13. 0 DATA FLAGGING AND REMEDIAL ACTION 

13. l Cat:i ·:, ill be t ·_.,.qg,~,j by ':he ::1::1.:1ly::;': if .re .Jdir.qs exceed .10 
micro R/hr above c uckground. 

14. 0 REFERENCES 

=:ns':r :~c:ion ~{anua~ tcr S1Jdlw11 Medel 19 ;,rrcRo R :-i:<=ter, Ludh.:.m 
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Measu~ement I nc., Sweetwater, ~exa s . 
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Clean Harbors Y::1ns=1s, LLC /.NALYTICJ.J., PROCEDURE 8 

FIXATION REQUIREMENTS 
(RECIPE) 

1.0 SCOPE AND APPLICATION 

2.0 

3.0 

This test is for determining the amount of reagents (fly ash, 
cement kiln dust, lime, cement, silicate based reagents, 
activated carbon, water, etc ... ) that must be added to waste 
streams containing free liquids to stabilize the waste stream 
or to pass treatment standards. 

SUMMARY OF METHOD: 

A weighed amount of sample is mixed while slowly adding 
reagent(s) until no free liquids can be seen. The mixture is 
then weighed and the ratio of sample to reagent(s) is 
recorded. The mixture is then subjected to the Paint Filter 
Liquids Test (Methods 9095), more reagent (s) is (are) added 
until the Paint Filter Liquid Test indicates no free liquids. 

The final ratio of reagent to sample is the one used for 
waste stream stabilization prior to disposal. To determine if 
the mixture meets the treatment standard, the mixture must be 
subjected to the appropriate test procedure. 

SAFETY 

Wear appropriate gloves and safety glasses when handling 
samples. 

4.0 PROCEDURE: 

4.1 Weigh approximately 25 grams of sample into a SO ml disposable 
beaker. 

4 . ?. Gr ·:1d1.:. .1 l l '/ 
ob:.ser•,ej. 

:.:: dd :c ,~.FJ E: r.t I s) 
~'Jeigh mixture. 

and mix U !l ti l .:1.r,~ 

·~.3 S~;b:,~ct mi xt:11::-.~ r.o P.)int Filt2r Liquid . .; Te st (:'". e t r .0cl 303 .5 ) ·Jr 
~ .. : ·~·~~:..? ::. f ·:;-_,:! :c1 ~:-:t ·.1 c r.c' i.3 : o m".=•:.: t ,:::cTE tr ~.:-ot'.'.'".(:-. --:. :3t.-:, .·_J ? .::: ·:L, . 
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4. 4 Add :nore :eagent (s) if free l iquids are fcund with :r.e':.l:od 
9095 . 

4. 5 Determine final ratio of reagents (s) to sample f::n adequate 
fixation of free l iquids or to meet treatment standards . 

5.0 QUALITY CONTROL 

5.1 Dup l icate samples ~re run for 1 sample i n 10. 

5.2 Quality control charts are kept to indicate the method 
precision on duplicate samples. 

6. 0 REFERENCES 

SW-846 Method 9095 40 CFR Part 268 

CHK 8.?. Revision No.13 
September 03,2010 



• 
( 

• 

• 

Clean Harbors Kansas, LLC 
Analytical Procedures 

Clean Harbors Kansas, LLC ..ANALYTICAL PROCEDURE 10 

REDUCER SCREEN 
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5. 2. 3 Di lute star ch solution 1: 1 with deioni 2.ed water. 
cool to rocm temperature. 

..... 

Allow t ·::i 

S. 2. ·1 Add 1 gm of elemental iodine to 50 ml -:>f ethyl alcohol. Stir 
until all the iodine is dissolved. 

5.2.SAfter starch is cool, add 10 nl of iodine solution to starch . 
Place this mixture in a dark bottie and store in a dark 

place. 

6 • 0 PROCEDURE 

6.1 A starch solution produces a deep blue color in the preser.ce 
of elemental iodine. A reducing agent present in a sample 
will donate an electron to the iodine and clear the solution. 

6.1.lTransfer 1 gm of sample to a 55 ml disposal beaker. 

6.l.2Add 10 ml deionized water . 

6.l.3Adjust the pH to< 8 with 1:1 acetic acid. 

6.l.4Add 20 ml indicator to another 55 ml beaker. 

6.1.SAdd 10 drops of the pH adjusted sample solution to the beaker 
of indicator. 

6.1.6The blue color will fade if a reducing agent is present. 

7 .O QUALITY CONTROL 

7. 1 Samples should be tested in duplicate at a frequency of not 
less than 10%. 

7 • 2 A positive can be found using a solution of sodium 
thiosulfate. 

8. 0 REFERENCES 

. : ~ l ~cj Me thods for Examination of Water and .Wastewater, 16th Ed. 

j\J1.<Jlyt:..: .:1 l Ch em i :s tr~r, 4th ~d,. Gary Christ :.an . 
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Clean Harbors Kansas, LLC ANALYTICAL PROCEDURE 11 

EXTRACTION FOR SOLIDS 

Revision No.13 
September 03,2010 




